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Foreword

This British Standard has been extensively revised and now

makes provision for a number of forms and qualities of
refined nickel that have come into use in recent years.

The product forms covered by this standard include all
those now in common industrial use. The specification of
some impurities to very low limits reflects requirements in
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7. Analysis
8. Supplier’s certificate

Appendix
A. Sampling for analysis

Tables
1. Composition of refined nickel
2. Selection of samples for containers

the manufacture of certain alloys. Pending international
standardization of particular methods of analysis for
residual elements in nickel, these remain for agreement
between the parties concerned. However, it has been
possible to specify, in greater detail than hitherto,
appropriate methods of sampling for all product forms.
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British Standard Specification for

Refined nickel

1. Scope

This British Standard specifies the compositional require-
ments of grades of refined nickel produced by electrolytic,
carbonyl, reduction or precipitation processes in various
forms.

NOTE. This standard does not specify requirements for wrought
forms of nickel, These are included in the series of specifications
BS 3072 to BS 3076 inclusive,

2. References

The titles of standards publications referred to in this
standard are listed on the inside back cover.

3. Information to be supplied by the purchaser

The purchaser shall state the following at the time of the
enquiry and order,

(a) The number of this British Standard, i.e. BS 375.
(b) The grade of nickel required (see clause 4).
(c} The form of nickel required {see clause 5).
(d) Whether analysis is required (see clause 7).

{e) Whether a suppliet’s certificate is required {see
clause 8).

4, Composition

The nickel shall comply with the requirements for the
appropriate grade given in table 1.

5. Forms

Refined nickel may be supplied in the form of cathodes,
pellets, briquettes, rounds, rondelles, granules or powder,
and the purchaser shall state the form required. Not all
forms may be obtained conforming to each of the com-
positions given in table 1.

6. Sampling for analysis

The method of sampling shall be as described in appendix A
for the relevant product forms. Where samples are required
in cases of dispute, the consignment shall be resampled by
the appropriate method described in appendix A or on a
basis agreed upon by the purchaser and the supplier. The
samples obtained shall be divided into the appropriate
number of parts required by the parties concerned.

7. Analysis

When required the method of analysis shall be agreed
between the purchaser and the supplier.

8. Supplier’s certificate

When required by the purchaser, the supplier shall provide
a certificate stating that the consignment complies with the
compositional requirements of the relevant grade of nickel
as specified in the order.
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