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Clause 24, Dimensions of cone and socket joints. Delete the title and text
of Clause 24a and substilule the following:

‘a. AWl connections excluding the spiromefer outlet and fittings for
connecting a breathing bag for manual operation. With the exception of
the connections to the spiromeler outlet on the valve or machine and, if
provided, fittings for connecting a breathing bag for manual ventilation,
all other conical fittings shall comply with the requirements of B.S. 3849.*
In the corresponding foolnote, insert the B.S. no. ‘3849" and delete ‘(in
course of preparation)’.

Add a new Sub-clause 24¢ as follows:

‘c. Connections, if provided, for a breathing bag for manual operation.
A conical fitting, if provided on the breathing machine to connect a
breathing bag for manual ventilation, shall be the female conical fitling
of adult size specified in B.S. 3849, except that, when it is essential to avoid
the risk of misconnection, the fitting shall be the female No, 4 Morse
taper of 1-230 in (3124 mm) nominal major diameter in accordance with
Clause 24b, the connector from the breathing bag being male.’

Clause 25. Tubing mounts. In the first and second paragraphs, and in
Notes 1 and 2, insert the B.S. no. ‘3849,

In the corresponding footnote, insert the B.S. no. ‘3849 and delete ‘(in i
course of preparation)’.

Clause 27. Marking. Add to the requirements for marking in both Clauses
27a and 275 the following:

‘Breathing bag outlet ‘BREATHING BAG'.

Documents

_Full document details: BS 3806:1964


http://www.avadocuments.com/doc/bs-3806-1964
http://www.avadocuments.com/doc/bs-3806-1964

'D.BSI BS 3J80bL-ENGL 19b4 EM 1L24bLY9 0595745 A50 |

PD 605t
Amendment No. 2, published 3 March, 1967

to B.S. 3806 : 1964
Breathing machines for medical use

Addendum

t
Claude 16. Alarm system. Add the following paragraph to the end of
Clause 16:

*An alarm system, if provided, shall comply with the following:
a. It shall operate independently of any part of the main mechanism,

b. Batteries, where used, shall be readily accessible and of the long-
lasting type. The battery container shall not be susceptible to
attack by acid or alkali, and shall effectively contain any spillage.

¢. A simple method of testing the alarm system shall be provided,

d. Tn the case of alarms indicating empty cylinders, these shall not be
dependent upon another full cylinder.

e. The alarm signai shall be audible and visible with provision made
for remote extension.

/o A remote alarm system, if fitted, shall be airanged so that a failure
in the external circuit shall not affect the correct functioning of the
in-built alarm. The operating voltage of any external alarm circuit
shall not exceed 6 volts d.c. or a.c, (r.m.s.).

£ The alarm system shall have an adjustatle delay action with a
fixed maximum of not more than 15 seconds.

h. 1f fitted with an on-off switch or control, the alarm system shall be
automatically reset, or indicate that it has not been reset, when the
apparatus is reconnected to the patient.’
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