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National foreword
This Part of BS 3849 has been prepared under the direction of the Health Care Standards Committee. It is identical with
ISO 5356-2 : 1987 ‘Anaesthetic and respiratory equipment — Conical connectors — Part 2: Screw-threaded weight-bearing
connectors’, which was published by the International Organization for Standardization (1SO) and prepared under the
direction of Technical Committee ISO/TC 121, Anaesthetic and respiratory equipment. This Part of BS 3849, together
with Part 1, which is a specification for cones and sockets, is a revision of BS 3849 : 1965, which is withdrawn.
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.
Wherever the words ‘ISO 5356° and ‘part of ISO 5356’ appear, referring to this standard, they should be read as ‘BS 3849’
and ‘Part of BS 3849’ respectively.
Cross-references
International standard Corresponding British Standard
1SO 262 : 1973 BS 3643 Specification for 1SO metric screw threads

Part 1 : 1981 Principles and basic data

{Technically equivalent)

1SO 4135 : 1979 BS 6015 : 1980 Glossary of terms used in anaesthesiology
(ldentical)

1ISO 5356-1 : 1987 BS 3849 Conical connectors for anaesthetic and respiratory equipment
Part 1 : 1988 Specification for cones and sockets
(ldentical)

The Technical Committee has reviewed the provisions of 1SO 965-2, to which reference is made in the text, and has
decided that they are acceptable for use in conjunction with this standard.

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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AMD 6460

Amendment No. 1
published and effective from 29 June 1990
to BS 3849 : Part 2 : 1988

=

——

Conical connectors for anaesthetic and respiratory
equipment

Part 2. Specification for screw-threaded
weight-bearing connectors

Revised text
AMD 6460 National foreword
June 1990 In paragraph 1, line 5, after ‘for’ insert ‘15 mm, 19 mm, 22 mm, 23 mm and 30 mm".
In the cross-references, delete ‘BS 3849 Conical connectors for anaesthetic and
respiratory equipment Part 1 : 1988 Specification for cones and sockets (Identical)’ and
substitute the following:
‘BS 3849 Conical connectors for anaesthetic and respiratory equipment
Part 1 : 1988 Specification for cones and sockets {excluding 8.5 mm size)
(ldentical)’
9006—1.2k—8B HCC/44
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