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Foreword

This British Standard has been prepared in conjunction dispenser drums and the number of rolis per pack is no

with the Adhesive Tape Manufacturers’ Association under longer specified. Conditioning requirements prior to
" the direction of the ﬁ{ékaging'énd Freight Containerst testing have been changed and the water resistance test
- Standards Committee_ Tt stpersedes BS 3887 : 1965, has been deleted. Recommended storage conditions are

which is withdrawn. . given in an appendix.

This edition revises BS 3887 : 1965 and differs from the . _ o , .

previous edition in the following respects. The scope has Part 2 of BS 3887 will provide specification details of

been widened to include tape based on polypropylene. packaging tapes other than those specified in Part 1.

All imperial dimensions have been deleted, internal core Compliance with a British Standard does not of itself

diameters are specified instead of external diameters of confer immunity from legal obligations.

Documents

Full document cjetails: BS 3887-1:1984


http://www.avadocuments.com/doc/bs-3887-1-1984
http://www.avadocuments.com/doc/bs-3887-1-1984

R

BSI BS%3887: PARTxL &4 MR 1L24LLT 0192394 T = )

BS 3887 : Part 1 : 1984

British Standard

Adhesive closing and sealing tapes

Part 1. Specification for polypropylene, regenerated
cellulose and unplasticized PVC tapes

1. Scope

This Part of BS 3887 specifies requirements for pressure
sensitive adhesive tapes based on polypropylene,
regenerated cellulose or unplasticized PVC used for
closing and sealing inner and outer containers normally
used in packaging.

This standard does not specify the colour of the tapes.
NOTE 1. Regenerated celfulose is not a suitable material for use
where damp or wet conditions are expected.

NOTE 2. The titles of the publications referred to in this standard
are listed on the inside back cover.

2. Dimensions

NOTE 1. Preferred tape widths are 6, 9, 12,15, 19, 22, 25, 30,
38 and 50 mm.

NOTE 2. Preferred tape lengths are 10, 15, 20, 25, 33, 50 and
66 m, or multiples of 50 m or 66 m.

2.1 Core diameter. The nominal internal diameters of the
cores on which the tape is wound shall be either 26 mm
or 76.5 mm.,

2.2 Tolerance on width. The tolerance on widths shall be
* 1.0 mm for widths up to and including 19 mm and
* 1.5 mm for widths greater than 19 mm.

3. Properties
3.1 Tensile strength. When tested in accordance with

appendix A, the tensile strength of the tape shall be not
less than 25 N per 10 mm width.

3.2 Adhesion. When tested in accordance with appendix B,
the adhesion to steel shall be not less than 2 N per 10 mm
width,

4. Freedom from defects

When the tape-is unrolled there shall be no tearing of the
base material.

NOTE 1. Each roli should be reasonably free from telescoping,
gapping or other forms of distortion. When unrolied the tape
should show negligible transference of the adhesive to the backing
of the underlying turn.

NOTE 2, Care should be taken not to unwind tapes rapidly at
temperatures below 10 °C. -

b. Packing -

The individual rolls of tape shall be bulk packed in such a
manner that:

(a) they are protected from dust and light;
(b) they can be easily separated;

{c) they are reasonably protected from damage during
normal transit conditions;

{d) the cut edges of the rolls are horizontal.
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