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British Standard Methods of test for paints

Part A2. Examination and preparation of samples for testing

[1SO title: Paints and varnishes — Examination and preparation of samples for testing]

Méthodes d'essai des peintures

Partie A2. Examen et préparation des échantillons pour essais

Priifverfahren fiir Anstrichstoffe

Teil A2. Untersuchung und Vorbereitung der fiir die Priifung bendtigten Proben

It is recommended that this Part be read in conjunction with the general information in the Introduction to BS 3900,

issued separately.

National foreword

This revision of Part A2 of BS 3900 has been prepared
under the direction of the Pigments, Paints and Varnishes
Standards Committee. it is identical with 1SO 1513 ‘Paints
and varnishes — Examination and preparation of samples
for testing’ published in 1980 by the International
Organization for Standardization (ISO). The 1970 edition
of Part A2 is withdrawn.

in 1991 the European Committee for Standardizatjon
(CEN) accepted 1SO 1513 - 1980 as European Standard.
EN 21513 : 1991,

This revision is technically equivalent to the prev«ou;
edition of Part A2, with the addition of a warning against
the dangers from gassing (see 3.2).

It should be noted that BS 3900 : Part A1 'Sampling’
details the scheme by which representative samples are
obtained from a production batch, etc., and methods are
also given by which uniform samples may be achieved.
This Part of BS 3900, on the other hand, not only specifies
a method for the examination and preparation of a single
sample before testing but, in addition, specifies methods
for reducing to a single sample the number of samples
collected in accordance with Part A1,

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is drawn
especially to the following.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Cross-reference

International standard

SO 15612-1974

Corresponding British Standard

BS 3900 Methods of test for paints
Part A1 : 1970 Sampling
{Technically equivalent)

The Technical Committee has reviewed the provisions of
ISO 565, which is referred to in clause 2 and 5.2.3 and has
decided that it is acceptable for use in conjunction with
this standard. A related British Standard for 1SO 565-1972
is BS 410 : 1976 ‘Specification for test sieves’.

Compliance with a British Standard does not of itself confer immunity from legal obligations.

British Standards Institution

Full document delhis. European Standard EN 21513 : 1991 has the status of a British Standard
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EUROPAISCHE NORM August 1991

UDC 667.61:620.11

Descriptors: Paints, varnishes, test specimen, conditioning, visual inspection, samples, containers, labelling

English version

Paints and varnishes — Examination and preparation
of samples for testing
(ISO 1513, edition 1980)

Peintures et vernis — Examen et Lacke und Anstrichstoffe — Vorprifung und
préparation des échantillons pour essais Vorbereitung von Proben fiir weitere
(ISO 1513 édition 1980) Prifungen

(ISO 1513, Ausgabe 1980)

This European Standard was approved by CEN on 5 August 1991 and is identical
to the ISO standard as referred to.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a
national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.

ThisEuropean Standard exists inthree official versions (English, French, German).
Aversion in any other language made by translation under the responsibility of
a CEN member into its own language and notified to the Central Secretariat has
the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, reland, Italy, Luxembourg, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Européisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels
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Brief history

This European Standard has been taken over by
CEN/TC 139 ‘Paints and Varnishes’ from the work of the
International Organization for Standardization (1SO).

The content of this European Standard is identical with the
International Standard 1513 of 1SO published in 1980,

The results of the Formal Vote being positive, the CEN
Technical Board ratified this European Standard on
1991-08-05.

In accordance with the CEN/CENELEC Common Rules,

the following countries are bound to implement this
European Standard: Austria, Belgium, Denmark, Finland,
France, Germany, Greece, lceland, lreland, ltaly,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and United Kingdom,
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