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National foreword

These Parts of BS 3900 and BS 6664 have been prepared under the direction of 
the Petroleum Standards Committee and the Pigments, Paints and Varnishes 
Standards Committee. They are identical with ISO 1516-1981 “Paints, varnishes, 
petroleum and related products — Flash/no flash test — Closed cup equilibrium 
method”, published by the International Organization for Standardization (ISO). 
ISO 1516 was prepared as a result of discussions in ISO Technical Committee 28, 
Petroleum products and lubricants, and ISO Technical Committee 35, Paints and 
varnishes, in which the UK participated.
This Part of BS 3900 supersedes BS 3900-A8:1976, which is withdrawn. This 
revision contains only minor technical changes from the previous edition of 
BS 3900-A8, and it essentially constitutes an editorial revision to enable the test 
procedure which was applicable to paints, varnishes and related products to be 
equally applicable to petroleum and similar products. To ensure that this 
additional applicability is not overlooked by its publication within BS 3900, 
covering methods of test for paints, this standard is also published as Part 1 of 
BS 6664, covering flashpoint of petroleum and related products.
Initially BS 6664 will consist of four Parts which are identical with four 
international standards prepared jointly by ISO/TC 28 and ISO/TC 35, which 
correspond as follows:

Additional Parts may eventually be added to BS 6664, if appropriate. Other 
British Standard methods for the determination of flashpoint1) of petroleum and 
related materials include the following:
BS 2000, Methods of test for petroleum and its products. 
BS 2000-33, Flash point by the Abel apparatus (Statutory method: Petroleum
(Consolidation) Act 1928). 
BS 2000-34, Flash point by Pensky-Martens closed tester. 
BS 2000-35, Flash point (open) and fire point of petroleum products by the
Pensky-Martens apparatus. 
BS 2000-113, Flash point (closed) of cutback bitumen. 
BS 2000-170, Flash point by the Abel apparatus (non-statutory method). 

International standard Corresponding British Standard

BS 3900 Methods of test for 
paints

BS 6664 Flashpoint of 
petroleum and related 
products

ISO 1516-1981 Part A8:1986 Test for flash/no 
flash (closed cup equilibrium 
method)

Part 1:1986 Method of test 
for flash/no flash (closed 
cup equilibrium method)

ISO 1523-1983 Part A9:1986 Determination 
of flashpoint (closed cup 
equilibrium method)

Part 2:1986 Method for 
determination of flashpoint 
(closed cup equilibrium 
method)

BS 3900 Methods of test for 
paints

BS 6664 Flashpoint of 
petroleum and related 
products

ISO 3679-1983 Part A14:1986 Determination 
of flashpoint (rapid equilibrium 
method)

Part 4:1986 Method for 
determination of flashpoint 
(rapid equilibrium method)

ISO 3680-1983 Part A13:1986 Test for
flash/no flash (rapid 
equilibrium method)

Part 3:1986 Method of test 
for flash/no flash (rapid 
equilibrium method)

1) In this standard the term “flashpoint” has been used as a single word to maintain the identity 
with ISO 1516. In other British Standards such as BS 2000 and BS 4689 (identical with 
ISO 2592) the term has been used as two words. No difference is implied by this difference in 
usage which has arisen from the separate development of these two groups of standard.
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