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Méthodes d’essai des peintures
Partie D5. Mesurage de la réflexion spéculaire de feuilles
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Prufverfahren fur Anstrichstoffe

Teil D5. Messung des Spiegelglanzes von nichtmetallischen Farbfilmen
bei 20°, 60° und 85°

It is recommended that this Part be read in conjunction with the general information in the Introduction to BS 3900
issued separately (revised edition published March 1969).

National foreword

This Part of BS 3900 has been prepared under the direction of the Pigments, Paints and Varnishes Standards Committee.
It is identical with 1SO 2813 ‘Paints and varnishes — Measurement of specular gloss of non-metallic paint films at 20°, 60°
and 85°’, published in 1978 by the International Organization for Standardization (1S0).

Part D2 of this British Standard describes a method for determining specular gloss at 45°, and it is hoped that it will be
superseded by this new Part. Part D2 will, however, remain available for an 18-month period in order to assess the
continued need for the 45° method.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards: attention is especially drawn to the following.

The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point on
the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.
Cross-references

international standard Corresponding British Standard
BS 3900 Methods of test for paints

I1ISO 1512-1974 Part A1 : 1970 Sampling
(Technically equivalent)

ISO 1513-1973 Part A2 : 1970 Examination and preparation of samples for testing
(Technically equivalent)

ISO 2808-1974 Part C5 : 1975 Determination of film thickness

(Technically equivalent)
Additional information
Clause 3.3 c). Receptor meter. A commonly-used receptor meter arrangement uses a barrier layer photocell in
conjunction with a high resistance galvanometer. This is not satisfactory as the galvanometer output is markedly

non-linear, but this objection can be overcome by interposing a low input impedance electronic amplifier between the
photocell and the galvanometer.

Clause 3.4 a). Primary standards. The most readily available glass of the required planarity is now manufactured by the
‘float’ process. This glass is unsuitable for use as a primary standard, because the refractive index of the bulk glass differs
from that of the surface. It is preferable to use an optically flat glass made by some other process, or to remove the
surface of the float glass and repolish to optical flatness.
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