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BRITISH STANDARD METHODS OF TEST FOR PAINTS

Part E2. Scratch test

1t is recommended that this Part be read in conjunction with the general
information in the Introduction to BS 3900 issued separately (revised edition published June 1969).

NOTE. Part E2 was first published in 1966 and was based on
DEF-1053, Method No. 14. This revision is technically identical
with ISO Recommendation R...... , Scratch test (at present,
Draft ISO Recommendation DR1518).

FOREWORD

The method of test described below should be completed,
for any particular application, by the following supple-
mentary information. This information should be
derived from the British Standard, or other document,
for the product under test, or where appropriate should
be the subject of agreemeat between the parties to the
test.

(1) Nature and surface preparation of substrate.

(2) Method of application of test coating to
substrate,

(3) Thickness in pm of the dry coating, including
method of measurement*, and whether it is a
single coating or a multicoat system.

(4) Duration and conditions of drying of the coated
panel before testing (or conditions of stoving
and ageing if applicable).

(5) The specified load to be applied to the needle
during the test, if applicable.

1. Scope

1.1 This Part of this British Standard describes a test
procedure for determining under standard conditions
the resistance of a single coating or a multicoat system
of paint, varnish or related product to penetration by
scratching with a needle.

1.2 The method described may be carried out either
as a ‘ go/no go’ test, by testing with a single specified
load applied to the needle to assess compliance with a

particular requirement; or by applying increasing loads

to the needle to determine the minimum load at which
the coating is fully penetrated to the substrate.

2, Apparatus

2.1 Mechanized apparatus. Fig, 1 illustrates the principle
of the apparatus. Fig. 2 shows a suitable type of appara-
tus, but other arrangements can be used which give a
similar performance. This apparatus consists essentially
of a horizontal sliding panel (A) driven by a constant
speed motor (B) at a rate of 3040 mm/s beneath the
point of a scratching needle (C), which is perpendicular
to the film. The needle is fixed in a chuck, directly
above which is a holder for weights, which should be
able to take weights of at least 2000 g. The apparatus
* Part C5, ¢ Determination of film thickness *.

February, 1970.

is adjusted so that the needle comes smoothly into
contact with the film, i.e. before the stop (D) reaches the
bottom of the sloping ramp (E). The scratch should be
straight and not less than 60 mm in length. A ramp with
an angle of 10-15° to the horizontal has been found to
be satisfactory. An electrical indicating device based on
conductivity may be used as a guide to penetration of
the film where appropriate.

2.2 Needle. The scratching needle has a hardened steel
hemispherical tip of 1 mm diameter, and may con-
veniently be made by soldering a 1 mm diameter steel
ball of the type used in ball bearings (1 % C, 1% Cr
type steel) to a steel shank of the type illustrated in
Fig. 3. In view of the ease with which these needles can
be made it is recommended that they should be used
once only and then discarded for recovery. (See
Appendix A.)

2.3 Hand operated apparatus. A hand operated appara-
tus may be used, except for referee tests, provided
it is so operated as to give a similar performance to the
mechanized apparatus described above, i.e. regular
movement, smooth lowering of the needle, etc.

NOTE. Smooth lowering may conveniently be accomplished

by lowering the needle onto a safety razor blade and then. . .

allowing it to slide off the sharp edge of the blade onto the film,

3. Sampling

A representative sample of the product to be tested (or
of each product in the case of a multicoat system) shall
be taken as described in Part Al* The sample shall
then be examined and prepared for testing as described
in Part A27%.

4. Test panels

4.1 Material. Unless otherwise specified or agreed, the
test panels shall be of burnished tinplate, burnished
steel or acid chromate treated hard aluminium comply-
ing with the requirements of Part A3}.

4.2 Dimensions. The test panels shall be fectangular
and approximately 125 mm x 50 mm in size. If the
product under test is to be applied by brushing, the
material used shall be of such size that, after coating
and drying, a panel of the above dimensions can be
cut from it with the shorter side parallel to the direction
of laying off.

* Part Al, * Sampling .
t Part A2, * Examination and preparation of samples for testing ’.
1 Part A3, * Standard panels for paint testing *.
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4.3 Preparation and coating of pamels. The test panels
shall be prepared in accordance with Part A3* unless
otherwise specified, and shall then be coated by the
specified method with the product under test.

4.4 Thickness of coating. The thickness in pm of the
dry coating shall be determined by the method specified,
using one of the procedures described in Part C5t.

5. Procedure
5.1 General

5.1.1 Drying the test panel. The coated test panels
shall be dried (or stoved and aged) for the specified
time and, unless otherwise specified, shall be conditioned
at a temperature of 20 - 2°C and 65 & 5 ) relative
humidity for a minimum of 16 h. The appropriate test
procedure shall then be carried out as soon as possible.

5.1.2 Ambient conditions. The test shall be carried out
at a temperature of 20 - 2°C and 65 -+ 5 9; relative
humidity, unless otherwise specified.

5.2 Procedure for a single specified load. The following
sequence of operations shall be carried out three times
on each of two test panels,

(1) Take an unused needle and examine it under a

x 30 magnification to ensure that the hardened
steel point is smooth, hemispherical and free
from contamination,

(2) Fix the needle in the chuck so that the position
of operation is perpendicular to the coating,

(3) Clamp the test panel, with the coating upper-
most, to the sliding panel of the apparatus with
the longer side of the panel parallel to the
direction in which the scratch will be made.

(4) Place weights on the holder above the needle to
obtain the specified load.

* Part A3, * Standard panels for paint testing’.
t Part C5, * Determination of film thickness ’.

(5) Start the motor of the apparatus and allow the
scratch to be made on the coating,

(6) Remove the panel and examine the scratch to
see if the coating has been penetrated to the
substrate. By agreement between the parties a
suitable magnification may be used, in which
case the degree of magnification shall be men-
tioned in the test report.

5.3 Procedure for determination of minimum load to
cause failure. Carry out the procedure given in 5.2,
using a fresh portion of a test panel for each scratch,
starting at a load somewhat less than that expected to
cause penetration of the coating and continuing by
successively increasing the load by suitable increments
(e.g. 50 g), until the coating is penetrated to the sub-
strate, Record the minimum load at which the needle
penetrates the coating after confirming the result by
repeating the procedure with this load both on the
original test panel and on a fresh one,

6. Test report

The test report shall include the following information;

(1) A reference to this British Standard. _

(2) Type and identification of the product under
test.

(3) The items of supplementary information referred
to in the Foreword to this British Standard.

(4) The British Standard or other document
supplying the information referred to in 6 (3)
above,

(5) Any deviation, by agreement or otherwise,
from the test procedure described.

(6) The results of the test; report as required
(together with any further details required by
the document referred to in 6 (4) above): either
for each determination whether or not the
needle penetrated the coating with the specified
load applied; or the minimum load at which
the needle penetrated the coating.

(7) Date of the test,

APPENDIX A

PROCEDURE FOUND TO BE CONVENIENT FOR MANUFACTURE AND RECOVERY OF
SCRATCH TEST NEEDLES

A1 Manufacture of new needles

A.1.1 Fix a batch of shanks in a vertical position with
the dimpled end uppermost by inserting them in a tray
made from perforated sheet metal.

A.1.2 Place a minute speck of a suitable paste solder
on the tip of each shank, and then put a steel ball in
position, relying on the paste solder to hold the ball in
place at this stage.

NOTE. The amount of paste solder to be used should be judged
by experience; insufficient will not make a firm soldered joint
and too much will lead to more or less complete envelopment of

the steel ball,

A.1.3 Put the tray in an oven or muffle furnace adjusted
to a temperature of 210-220°C for about 5 min to
melt the solder and thus secure the ball in the dimple
at the tip of the shank,

A.1.4 Remove the needles from the source of heat,
allow to cool, and wipe each ball to remove flux
residues.

A.1.S Check that the ball is securely fixed and that
there is no solder on that part of the ball which will be
used to make the scratch,

A.2 Recovery of needles

A.2.1 Fix the needles in a tray made from perforated
sheet metal as described in A.1.1 above.

A.2.2 Place the tray of needles in an oven or muffle
furnace adjusted to a temperature of 210-220°C and
as soon as the solder has softened, remove the tray ¢
and brush the tips of the needles with a clean brush in
order to dislodge the steel balls.

A.2.3 When the needles have cooled, proceed as from
A.1.2 to A.1.5 above.
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