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BS 3919 : 1987

Foreword

This British Standard was first published in 1963 replacing
the earlier standards BS 1482 and BS 1483 first published
in 1948. Since the first revision in 1976 many methods of
analysis have been published as Sections of BS 684. These
methods are applicable to animal fats and it is not
considered necessary to repeat them in this standard. In the
same way methods of sampling applicable to animal fats
are included in BS 627 and therefore are not repeated in
this standard.

The result is that BS 3919 is now restricted to requirements
for the two types of animal fat, technical tallow and animal
grease (which differ in softness}.

Information for quality control is given in appendix A

as guidance for the benefit of sellers, buyers and other
interested parties in the drawing up of contracts and other
matters relating to trade.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5968
I] Amendment No. 1
published and effective from 30 June 1989
[] to BS 3919 : 1987

Specification for technical tallow
and animal grease

NOTE. This amendment has been issued, following the publication
of the 1988 revision of BS 684 : Section 2.10, to take account of
the changed definition and expression of mineral acidity.

Revised text
AMD 5968 Clause 6. Mineral acidity
June 1969 Delete the clause and substitute the following.

‘6 Mineral acidity

The mineral acidity of the technical tallow or animal grease

shall be not greater than 60 when determined by method 3

described in BS 684 : Section 2.10.’
AMD 5968 Publications referred to
June 1989 In the title of Section 2.10 of BS 684, delete *, acid value and mineral acidity’.
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