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Br|t|sh Standard Specmcatlon for |

Main dimensions of sectional beams

for warp knitting machines

[1SO title: Textile machinery and accessorles — Sectlonal beams for warp knlttlng machlnes —

Terminology and main dimensions]

Spécification des dimensions principales des ensouples séctio’nnelles' pour métiers & mailles jetées

Spezification fiir Hauptabmessungen von Teilkettbaumen fiir Kettenwirkmaschinen

National foreword

This British Standard has been prepared under the direction
of the Textile Machinery Standards Committee and is-
identical with ISO 1025 ‘Textile machinery and accessories
— Sectional beams for warp knitting machines —
Terminology and main dimensions’ which was published in
1981 by the International Organization for Standardization
(1S0). This standard is a revision of BS 3945 : 1965 which
is now withdrawn.

Terminology and conventions. The text of the international

standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and
certain conventions are not identical with those used in
British Standards; attention is especially drawn to the
following. - °

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Wherever the words ‘Internatiorial Standard’ appear,

British Standards Institution -

reférring to this standard, they should be read aé ‘British
Standard’.

-Cross-reference
International standard

1SO 1925-1974

Corresponding British Standard

BS 3861 : 1976 Glossary of terms
used .in the mechanical balancing
of rotating machinery

{ldentical)

The technical committee has reviewed the provisions of
I1ISO 1940-1973, to which reference is made in clause 8, and
has decided that they are acceptable for use-in conjunction
with this standard

The technical committee has also reviewed the provisions
of 1SO 2013-1973 and has decided that they are acceptable
for use in conjunction with this standard until the revised
edition of 1SO 2013, to which reference is made in clause 7,
is published.
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BS 3945 : 1982

1 Scope and field of application

This International Standard defines the basic terms for sec-
tional beams for warp knitting machines and lays down the

main dimensions as well as'the maximum values of variation of

form and position for the main elements of these beams, For
cases where a limit for the residual unbalance must be fixed, a
recommendation is imade for the choice of quality grade.
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References

ISO 1940, Balanbe quality of rotating rigid bodies.

ISO 2013; Textile méchin’efy and acéessories —~ Beams —

Method of measuring variations of form and position. 1}
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: Terminology

' D = flange or disc diameter’
Dy = outside barrel diametér
Dy = bore diameter of flange
D3 = inside barrel diameter
L = width between flanges

L4- = overall length
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D, = outside diameter of mandrel or shaft

= flénge thickness

width of key

width of keyway

= Dy+ keyway depth
= Dy+ height of key

Figure — Sectional beam

1} At present at the stage of draft. (Revision of IS0 2013-1973.)
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