BS 3951 : Part 1 : Section 1.1: 1989
1ISO 668: 1988

UDC 656.073.235:621.869.888

British Standard

Freight containers
Part 1. General

Section 1.1 Specification for series 1 freight containers:
Classification, dimensions and ratings

[ISO title: Series 1 freight containers — Classification, dimensions and ratings]

Conteneurs pour le transport de marchandises

Partie 1. Généralités

Section 1.1 Conteneurs de la série 1 — Spécifications : Classification,
dimensions et masses brutes maximales

Frachtcontainer

Teil 1. Allgemeines
Abschnitt 1.1 Frachtcontainer Reihe 1; Klassifizierung, MaRe und Gewichte

o
‘
Lo Xy

L Uoclimant Sharing Bl
N PYIN THOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW
OCOGWI— British Standards

Full document details: BS 3951-1-1.1:1989


http://www.avadocuments.com/doc/bs-3951-1-1-1-1989
http://www.avadocuments.com/doc/bs-3951-1-1-1-1989

BS 3951 : Part 1 : Section 1.1 : 1989

Contents
Page Page

National foreword Inside front cover Tables
Committees responsible Back cover 1 Nominal lengths 2

2 External dimensions, permissible tolerances and
Specification ratings for series 1 freight containers 3
1 Scope and field of application 1 3 Minimum internal dimensions and door opening
2 References 1 dimensions for series 1 freight containers 3
3 Definitions 1 4 Dimensions and tolerances relating to corner
4 Classification and designation 1 fitting locations 5
5 Dimensions, tolerances and ratings 2

Figure
Annex Corner fitting locations 4
Corner fittings 4

National foreword

This revised Section of this Part of BS 3951, which is one of a series relating to freight containers and which has been
prepared under the direction of the Packaging and Freight Containers Standards Policy Committee, supersedes BS 3951 :
Part 1 : Section 1.1 : 1979, which is withdrawn.

This section is identical with 1ISO 668 : 1988 ‘Series 1 freight containers — Classification, dimensions and ratings’
published by the International Organization for Standardization (1SO).
Terminology and conventions. The text of the international standard has been approved as suitable for publication as a

British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

For metric dimensions the comma has been used as a decimal marker. In British Standards it is current practice to use a
full point on the baseline as the decimal marker.

Cross-references

International standard Corresponding British Standard
BS 3951 Freight containers
Part 1. General

1SO 830-1981 Section 1.4 : 1983 Glossary of terminology
(ldentical)

1SO 1161-1984 Section 1.2 : 1985 Specification for corner fittings for series 1 freight containers
(Identical)
Part 2. Specification and testing of series 1 freight containers

ISO 1496/1-1984 Section 2.1 : 1985 General cargo containers for general purposes
(ldentical)

1ISO 1496/2-1988 Section 2.2 : 1989 Thermal containers
(ldentical)
Part 1. General

1ISO 6346-1984 Section 1.6 : 1985 Specification for coding, identification and marking
(Identical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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AMD 7789
Amendment No. 1 Amendment No. 1 to
published and effective from 15 September 1993 ISO 668 : 1988
to BS 3951 : Section 1.1 : 1989

Freight containers

Part 1. General

Section 1.1 Specification for series 1
freight containers:

Classification, dimensions and ratings

STANDARD

NOTE. This amendment implements Amendment No. 1 published
in March 1993 to ISO 668. A consequent amendment to the
national foreword has also been made.

Revised text

AMD 7789 National foreword
September 1993

In paragraph 2, line 2, after ‘ratings’ insert ’, as amended by Amendment No. 1 published in
1993,.

In the list of cross-references, under the headings ‘International standard’ and
‘Corresponding British standard’, delete the existing text for ISO 1496/1 and 1SO 1496/2
and substitute the following.

‘1SO 1496-1 : 1990 Section 2.1 : 1991 General cargo containers for general purposes
(Identical)

1SO 1496-2 : 1988 Section 2.2 : 1989 Thermal containers
(Identical)’

AMD 7789
September 1993

Page 2, table 1

In the column “Freight container designation”, add the designation "1AAA" above the designation "1AA" and add the
designation "1BBB" above the designation "1BB".

Insert the following paragraph after table 1:

"Containers 2 896 mm (9 ft 6 in) in height are designated 1AAA and 1BBB."

AMD 7789
September 1993

Page 2, subclause 5.2
Replace the current text with the following subclauses.
*5.2.1 External dimensions and tolerances

The external dimensions and permissible tolerances given in table 2 are applicable to all types of containers, except that
a reduced height is permissible for tank, open top, bulk, platform and platform-based type containers.

5.2.2 Ratings

The ratings given in table 2 are applicable to all types of containers, except that for particular traffic higher values are
permissible for 1BBB, 1BB, 1B, 1BX, 1CC, 1C and 1CX containers of any type. Such containers are considered as ISO
containers provided that their maximum gross mass (R) does not exceed 30 480 kg and that they B@ﬁu Benkts

to these ratings (see 3.3)." Document Sharing Hub
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AMD 7789
September 1993

Page 3, subclause 5.3.2.2
Add the following paragraph at the end of this subclause.
“Closed-type containers designated 1AAA and 1BBB (types 00 and 02) shall have a door opening, preferably having

dimensions equal to those of the internal cross-section (height and width) of the containers and, in any case, not less
than the values given in table 3."

AMD 7789
September 1993

Page 3, table 2
Replace the current table with the following table.

Table 2 - External dimensions, permissible tolerances and ratings for series 1 freight containers

Freight Length, L Width, W Height, H Rating, R
container | tol. tol. | tol. tol. | tol. tol. {gross mass)
designation mm ft in in mm ft in mm ft in in kg Ib
1AAA -0 0 e 0
2896 _g 9 6" _316
1AA s 0 e 0
. . 2591 _g 8 6" _3/16
0 0 - . L33
12192 ~10 40 _38 2438 _5 8 _316 30 480*"){67 20C™"
1A 0 0
2438 | g | 8 -316
1AX <2438 <8
1BBB * 0 »y 0
289%™ ¢ | 9 6| _36
1BB ey 0 - ¥ 0
. . 2591 _g | 8 6™ | _346
0 0 . e
9125 | o120 11el S0 2438 | 2| 8 | 2. 25 400*")|56 000™)
1B 0 0
2438 | g | 8 -3/16
1BX <2438 <8
1CC e 0 e 0
28591") g 8 6" _316
1c 6058 0119 101 0 | 2438 | O 0 0 0 ") .
6 2 - s 8 _316 2438 _5 8 _316 24 000""|52 900
1CX <2438 <8
1D 0 0
. . 2438 _s 8 -3/16
0 0
2991 | _g | 9 93| _q6| 2438 | _g5 | 8 | _ane 10160 |22 400
1DX <2438 <8
*) See 5.2.2.
**) |n certain countries there are legal limitations to the overall height of vehicle and load (for example for rail/road service).
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