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Committees responsible for this
British Standard
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National foreword

This Section of BS 3951, which is one of a series relating to freight containers,
has been prepared under the direction of the Packaging and Freight Containers
Standards Policy Committee. It is identical with ISO 9669 : 1990 Series 1 freight
containers — Interface connections for tank containers including

Amendment 1 : 1992 to ISO 9669, which complete the standard, published by
the International Organization for Standardization (ISO).

NOTE. With the incorporation of amendment 1 to ISO 9669 into this Section of BS 3951, footnote 1
to 1.1 of ISO 9669 : 1990 is no longer applicable.

Cross-references

International standard Corresponding British Standard

ISO 261 : 1973 BS 3643 ISO Metric screw threads
Part 1 : 1981 Principles and basic data
(Technically equivalent)

ISO 228-1 : 1982 BS 2779 : 1986 Specification for pipe threads for tubes
and fittings where pressure-tight joints are not made on
the threads (metric dimensions)

(Technically equivalent)

ISO 1496-31 BS 3951 Freight containers
Section 2.3 : 1992 Tank containers for liquids, gases and
pressurized dry bulk
(Identical)

Compliance with a British Standard does not of itself confer immunity from
legal obligations.

D Undated in the text. The 1991 edition has now been published. Docu m ents
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ISO 9669:1990(E)

Introduction

This International Standard aims to reduce problems in the operation
of tank containers caused by a multiplicity of different interface con-
nections. The combined efforts of the manufacturing and operational
sectors of the industry have been devoted to establishing a certain de-
gree of international standardization, while recognizing the require-
ments of the various national standards applicable in areas where tank
containers are operated.

It also aims to ensure that tank containers fitted with flanged interface
connections are compatible with the flanges specified by the national
standards used in the countries in which the container may travel. Such
compatibility will improve safety in operation by limiting the variety of
connections with which the authorities and their emergency services
have to deal.
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