
BRITISH STANDARD BS 3970-6:
1993

Sterilizing and 
disinfecting equipment 
for medical products —

Part 6: Specification for sterilizers 
using low temperature steam with 
formaldehyde

UDC 615.478.73/.74:615.478.73-032.23:661.727.1

Full document details: BS 3970-6:1993

http://www.avadocuments.com/doc/bs-3970-6-1993
http://www.avadocuments.com/doc/bs-3970-6-1993


BS 3970-6:1993

This British Standard, having 
been prepared under the 
direction of the Laboratory 
Apparatus Standards Policy 
Committee, was published 
under the authority of the 
Standards Board and comes 
into effect on
15 April 1993

© BSI 07-1999

The following BSI references 
relate to the work on this 
standard:
Committee reference LBC/35
Draft for comment 92/50289 DC

ISBN 0 580 21903 8

Committees responsible for this 
British Standard

The preparation of this British Standard was entrusted by the Laboratory 
Apparatus Standards Policy Committee (LBC/-) to Technical Committee
LBC/35, upon which the following bodies were represented:

Association of British Health-Care Industries
Association of National Health Service Supplies Officers
Association of Sterilizer and Disinfector Equipment Manufacturers
British Dental Trade Association
Central Sterilising Club
Department of Health
Health and Safety Executive
Infection Control Nurses’ Association
Institute of Hospital Engineering
Institute of Purchasing and Supply
Institute of Sterile Services Management
Joint Committee of Professional Nursing, Midwifery and Health Visiting 

Associations (England)
Medical Sterile Products Association
National Blood Transfusion Service
Public Health Laboratory Service
Regional Hospital Boards Engineers’ Association
Royal College of Pathologists
Royal Pharmaceutical Society of Great Britain
Society for General Microbiology
Stainless Steel Fabricators’ Association of Great Britain

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS 3970-6:1993

http://www.avadocuments.com/doc/bs-3970-6-1993
http://www.avadocuments.com/doc/bs-3970-6-1993


BS 3970-6:1993

© BSI 07-1999 i

Contents

Page
Committees responsible Inside front cover
Foreword ii
1 Scope 1
2 References 1
3 Definitions 1
4 General requirements 1
5 Operating cycle 1
6 Opening of the door and unloading 2
7 Instrumentation and controls 2
8 Performance requirements 2
Annex A (normative) Test for atmospheric concentration
of formaldehyde in the vicinity of the chamber 4
Annex B (normative) Performance test for microbial
distribution and penetration using a reference load 4
Figure B.1 — Performance test for microbial distribution
and penetration 6
Figure B.2 — Location of wrapped helices for microbial
distribution and penetration test 7
List of references Inside back cover

Full document details: BS 3970-6:1993

http://www.avadocuments.com/doc/bs-3970-6-1993
http://www.avadocuments.com/doc/bs-3970-6-1993


BS 3970-6:1993

ii © BSI 07-1999

Foreword

It is recommended that this foreword be read in conjunction with the forewords 
to BS 3970-1 and BS 3970-5.
This Part of BS 3970 has been prepared under the direction of the Laboratory 
Apparatus Standards Policy Committee. BS 3970 specifies requirements for a 
range of sterilizing and disinfecting equipment intended for medical and related 
uses.
The general requirements applicable to all the sterilizers and disinfectors covered 
by BS 3970 are given in Part 1. Those requirements that are not common to most 
types of sterilizer or disinfector are specified in subsequent Parts of BS 3970. The 
Parts giving particular requirements should be read in conjunction with
BS 3970-1:1990 which they supplement or modify.
The titles of the Parts of BS 3970 are as follows.

— Part 1: Specification for general requirements;
— Part 2: Specification for steam sterilizers for aqueous fluids in sealed rigid 
containers;
— Part 3: Specification for steam sterilizers for wrapped goods and porous 
loads;
— Part 4: Specification for transportable steam sterilizers for unwrapped 
instruments and utensils;
— Part 5: Specification for low-temperature steam disinfectors;
— Part 6: Specification for sterilizers using low temperature steam with 
formaldehyde.

This Part of BS 3970 specifies requirements, in addition to those specified in 
BS 3970-1 and BS 3970-5, for equipment operated at subatmospheric pressures 
and designed to sterilize heat-sensitive products by using saturated steam at low 
temperature in the presence of formaldehyde. The equipment specified in this 
Part of BS 3970 is intended for processing instruments and materials unsuitable 
for treatment at temperatures above 80 °C. Only one operating cycle is specified; 
process control is fully automatic.
It is necessary to ensure that the walls of the chamber are heated prior to the 
introduction of formaldehyde in order to minimize condensation and to achieve 
the correct conditions for sterilization. Also, for successful sterilization, it is 
essential to have an efficient vacuum system both to ensure steam penetration 
during the operating cycle and to ensure that the pressure during drying is 
sufficiently reduced to enable the moisture to be removed from the load
(see clause 5).
Attention is drawn to the fact that the production of dry packs is assisted by the 
use of suitable absorbent packaging materials. Guidance in the treatment of wet 
loads is given in Health Technical Memorandum (HTM) No. 10 Sterilizers[1], 
published by the Department of Health and Social Security.
Product certification. Users of this British Standard are advised to consider the 
desirability of third party certification of product conformity with this British 
Standard based on testing and continuing product surveillance which may be 
coupled with assessment of a supplier’s quality systems against the appropriate 
Part of BS 5750.
Enquiries as to the availability of third party certification schemes are forwarded 
by BSI to the Association of Certification Bodies. If a third party certification 
scheme does not already exist, users should consider approaching an appropriate 
body from the list of Association members.
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 8, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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