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National foreword

This Part of BS 3999 has been prepared under the direction of the Light
Electrical Engineering Standards Policy Committee. It is identical with IEC 442 :
1973 Methods for measuring performance of electric toasters for household and
similar purposes, including Amendment No. 1 : 1992, published by the
International Electrotechnical Commission (IEC). This Part of BS 3999
supersedes BS 3999 : Part 9 : 1972, which is withdrawn.

Textual errors. When adopting the text of the international standard, the
textual errors given below were discovered. They have been marked in the text.

Figure 3. ‘Intermediary asbestos ring’ should read ‘Intermediary heat insulating
ring’.
Figure 4. ‘internal radial’ should read ‘internal radii’.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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METHODS FOR MEASURING PERFORMANCE
OF ELECTRIC TOASTERS
FOR HOUSEHOLD AND SIMILAR PURPOSES

SECTION ONE — GENERAL

1. Scope

This recommendation applies to electric toasters for household and similar purposes.

Similar purposes denote use in other than household premises, e.g. inns, coffee-houses, tea-rooms,
small hotels, where the appliance is used in a way similar to that in a normal household.

2. Object

The purpose of this recommendation is to state and define the principal performance character-
istics of electric toasters for household and similar purposes which are of interest to the user, and to
describe the standard methods for measuring these characteristics.

This recommendation is concerned neither with safety nor with performance requirements.

SECTION TWO — DEFINITIONS

Under consideration.

SECTION THREE — GENERAL NOTES ON MEASUREMENTS

3. List of measurements

— Overall dimensions (5)

— Length of the flexible cord (6)

— Mass of the appliance (7)

— Number and dimensions of the toasting chambers, toasting surfaces and heating elements (8)

— Force necessary to operate the bread carriage (9)
— Toasting time (13)

— Evenness of browning (14)

— Browning control characteristic (15)

4. General conditions for measurements

Unless otherwise specified, the measurements are made under the following conditions:

— Ambient temperature: 20 + 5 °C

— Input : rated input

— Testing room : substantially draught free

— Placing of the appliances : at a distance of at least 30 cm away from walls, on a dull black painted
wooden support.
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