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UDC 629.7 :669.715"3°721° 782" 74 - 41: 669.718 3L.72, August, 1971

{Superseding British Standard 2L.72)
BRITISH STANDARDS INSTITUTION A L DIRNUEE T CHEE
2 PARK STREET, LONDON WIA 2BS Telex 266033

BRITISH STANDARD: AEROSPACE SERIES
SPECIFICATION FOR

ALUMINIUM-COATED SHEET AND STRIP
OF ALUMINIUM-COPPER-MAGNESIUM-
SILICON-MANGANESE ALLOY

(Solution treated and aged at room temperature)
(Cu 44, Mg 05, Si 0-7, Mn 0-8)

NOTE 1. Material to this British Standard, if subsequently solution treated or annealed, may develop coarse grain and
may show proncunced ‘orange peel’ o subsegueni manipulation. Also, particularly with thin material, repeatéd solu-
tion treatment will reduce the corrosion resistance and impair the colour. If substantial manipulation is necessary, it
is therefore desirable that material should be purchased in the as-rolled condition to British Standard L.107,

NOTE 2. Attention is drawn to the warning contained in Clause 6. 1.

NOTE 3. Other forms of materiak of similar composgition are covered by British Standards as lisied in Appendix A.

I. INGBECTION AND TESTING PRGCEDURE
1.1 This British Standard shall be wsed in conjunction with Sections 1 and ¢ of British Standard L. 100.

1.2 If material bought to this British Standard is required, after pirecipitaiion treatment by the purchaser, to
comply with the requirements for mechanical properties specified in British Standard L.73, the order shall
stiputate additional tests to verify that, after such treatment, the material will comply with those require-
ments.,

2. QUALITY OF MATERIAL

2.1 The sheet and strip shall consist of a core of the alloy specified in 3.1 coated mniformly on both sides
with aluminium of the chemical composition specified in 3.2. The minimum average thickness of the clad-
ding on each side shall be 4% for material up to and including 3 mm thick and 2% for thicker material.

2.2 The core material shall be made from aluminium and alloying constituents, with or without approved
scrap, at the discretion of the manufacturer.
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