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4. Principle 1

National foreword

This British Standard has been prepared under the direction of the Textiles and Clothing Standards Committee. It is
identical with ISO 2094-1986 ‘Textile floor coverings — Determination of thickness loss under dynamic loading’,
published by the International Organization for Standardization (ISO). This revision of BS 4052 supersedes the 1983
edition, which is now withdrawn.

This revision includes the detailed description of the dynamic loading machine in the body of this standard instead of in
an appendix.

During the operation of the test the energy input from the falling weight-piece is dependent on the distance to the surface
of the textile floor covering, which is affected by the thickness of the product under test. This fact should be borne in
mind when making comparisons between different products.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’.

Cross-references

International standard Corresponding British Standard

1ISO 139-1973 BS 1051 : 1981 Glossary of terms relating to the conditioning, testing and mass determination
of textiles
(Technically equivalent)

1SO 1765-1986 BS 4051 : 1987 Method for determination of thickness of textile floor coverings
(Identical)

1SO 1957-1986 BS 4664 : 1985 Methods for sampling and cutting specimens of textile floor coverings for

physical tests
(Technically equivalent)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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BS 4052 : 1987

British Standard Method for

Determination of thickness loss of textile floor coverings

under dynamic loading

1 Scope and field of application

This International Standard specifies a method for the deter-
mination of the thickness loss of textile floor coverings under
dynamic loading.

It is applicable to all types of textile floor coverings with a sur-
face that is level in height and construction.

It does not apply to other textile floor coverings unless the
areas of different thickness or construction can be tested
separately.

2 References

ISO 139, Textiles — Standard atmospheres for conditioning
and testing

ISO 1765, Machine-made textile floor coverings — Determi-
nation of thickness.

ISO 1957, Machine-made textile floor coverings — Sampling
and cutting specimens for physical tests.

3 Definitions

For the purposes of this International Standard, the following
definitions apply.

3.1 thickness (of a textile floor covering): The distance
between a reference plate on which the specimen rests and a
parallel presser-foot applying a given pressure to the specimen.
Ordinarily the thickness of a textile floor covering without

1) Equivalent to 0,20 gf/mm2
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compression is measured under the standard pressure of
2,0 kPa " applied to a circle of area between 300 and 1000 mm?
within a larger area.

3.2 thickness loss (of a textile floor covering under dynamic
loading) : The difference between the thickness of the textile
floor covering, measured under the standard pressure, before
and after it has received a stated number of standard impacts.

4 Principle

The specimen is subjected to a cyclic-loading treatment in
which a weight-piece, with two steel feet on its underside,
repeatedly drops freely on to the specimen. The specimen is
slowly traversed so that vertical shearing forces produced by
the edges of the feet act on the requisite area of the specimen.

The thickness of the specimen is measured, before and after
treatment, by the procedure specified in ISO 1765, except that
the requirement of ISO 1765 not to measure within 20 mm of a
change in level is not applicable.

5 Apparatus

5.1 Dynamic loading machine, with the general principle
as shown in the figure, and meeting the following requirements:

A weight-piece (A) has a plate with two steel feet of rec-
tangular cross-section attached to its underside. The cam (B) is
shaped such that a cantilever (F) pivoting at D firstly raises the
weight-piece and then allows it to fall freely from a height of
63,5 mm on to the specimen approximately every 4,3 s. Each
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