7 BSI BSx40886 81 M Lb24LLY Dl'ﬂEl'-l“l L

BS 4088 :1981

UDC648.181:645.13:661.185

=

=

Specification for

Carpet shampoos

Specification des shampooings pour moquettes

Spezifikation fiir Teppich-Shampoos

.. ) ] / D t
British Standards Institution | ocumﬂ;
T .

Y : T
cument details: BS 4088:1981 7 7 ) ] - h



http://www.avadocuments.com/doc/bs-4088-1981
http://www.avadocuments.com/doc/bs-4088-1981

BSI BSx40a88 81 ‘-VLEEH_[:E‘] 0195150 &6 ==

BS 4088 : 1981

Contents Page

Foreword

Cooperating organizations
Specification

1. Scope

2. References

3. Definitions

4. Description

5. pHvalue

6. Oxidizing and reducing agents
7

8

Inside front cover
Back cover

. Optical brightening agents

. Colour fastness

. Effect on carpet backing

[Text deleted;

1./ Text deleted

. Flammability (aerosol shampoos only)
. Instructions for use

Foreword

This British Standard has been prepared under the direction
of the Chemicals Standards Committee to provide a
’specification, which includes methods of test, for carpet
shampoos,

This British Standard is intended for the use of manufac-
turers and users of carpet shampoos, and establishes
requirements for freedom from ingredients having adverse
effects on the pile fibres, dyes and backing of carpets and
provides appropriate methods of test.

It is suitable for use in conjunction with BS 3655, which
gives recommendations for informative labelling of textile
floor coverings, and is aligned with BS 1008, section
UK-TB ‘Colour fastness to shampooing of textile floor
covermgs The carpet shampoos are intended for use in the
overall cleaning of carpets as distinct from the removal of
local stains, but it is realized that non-professional cleaning,
though capable of giving excellent results, may be less
effective than professional cleaning which is preferable for
heavily soiled carpets.

The performance tests described in this standard, namely
cleaning power and resoiling, make use of carpet soiled
naturally in normal use. Although it is realized that the

. type of natural soiling varies from one location to another,
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Appendices

A. Method for the detection of oxidizing and
reducing-agents

. Reference shampoo

. Determination of the effect of any optical
brightening agent

D. Colour fastness test

E. Determination of the effect on carpet backmg
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H. Flammability-test for aerosol shampoos
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K. Modification of test procedures for aerosol
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shampoos

natural soiling is considered to provide more reliable results
than simulated soil applied by artificial means.

This standard follows the guidelines in a draft now being
developed as a British Standard which sets down the
variables and test conditions which should be considered
when designing comparative tests for the performance of
carpet shampoos and methods of assessment of the results.

The main differences between this edition and the 1966
edition are as follows:

{7} the inclusion of optical brightening agents in the
shampoos is permitted, provided that they do not
adversely affect the fading of carpets;

(8) the more recently introduced shampoos supplied in
aerosol dispensers are permitted subject to a flammability
requirement;

k) the alkalinity requirement is replaced by a require-
ment for the pH value of the shampoo.

Certification. Attention is drawn to the certification
facilities described on the inside back cover of this standard.
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British Standard Specification for
Carpet shampoos

1. Scope

This British Standard specifies the requirements and
describes the test methods for carpet shampoos suitable for
use with cold water.

Requirements for the provision of instructions for use and
the labelling of containers are also included.

2. References

The titles of the standards publications referred to in this
standard are listed on the inside back cover.

3. Definitions

For the purposes of this British Standard the following
definitions apply.

3.1 shampooing. The cleaning (other than stain removal)
of carpets by the superficial application of a shampoo,
substantially without wetting the back of the carpet.

3.2 working strength. The shampoo diluted with the
appropriate ratio of cold water recommended by the
manufacturer.

4. Description
The shampoo shall be in liquid or solid or aerosol form.

If in liquid form it shall be an aqueous solution, emulsion
or dispersion, or if in solid form it shall be soluble or
dispersibie in cold water. In both these¢ cases the shampoo
shall be capable of being diluted with water to give a freely-
foaming detergent preparation, which may contain other
compounds to aid performance.

If in aerosol form it shall contain a non-flammable
propellent gas and shall form a spontaneous foam when
sprayed on to a horizontal surface. 1t shall consist of a
detergent preparation which may contain other compounds
to aid performance and which is freely foaming.

5. pH value

The pH value of the shampoo both as supplied and at its
working strength shall be between 4.0 and 8.5.

6. Oxidizing and reducing agents

When tested as described in appendix A, the shampoo shall
not show the presence of either oxidizing or reducing
agents.

7. Optical brightening agents

It is permitted to incorporate optical brightening agents
into the shampoo formulation, provided that, when tested
as described in appendix C, the effect of the shampoo on
the fading of all six fibres of the test strips is not greater
than that of the reference shampoo (see appendix B).

8. Colour fastness

When tested as described in‘appendix D, the shampoo shall
cause no greater change in colour of the five standard dyed
yarns, or staining of undyed fabric, than water.

9. Effect on carpet backing

When tested as described in appendix E, the effect of the
shampoo on the backing shall be no greater than that of the
reference shampoo (see appendix B).

10. Cleaning power

10. Text deleted, _

11. Resoiling
11, Text deleted,” ~
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12. Flammability (aerosol shampoos ohly)

When an aerosol shampoo is tested as described in
appendix H, the material shall not ignite or support ignition
in any way. ’

13. Instructions for use

The instructions for use of the material, together with other
relevant information, shall be set out in the manner shown
in appendix J.
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14, Labelling : .
Each container shall be clearly labelled with the following (these instructions may be on a tag attached to the
information: container);

(a) the manufacturer’s name or registered trade mark; {d)warnings of damage likely to arise through misuse,
(b) the legend ‘This shampoo complies with the including a clear reference to any fibres for which the

requirements of BS 4088'*; shampoo is not suitable.
instructi fo i ce wi ’ ix J NOTE. Attention is drawn to the requirements for marking aerosol
{e} instructions for use in accordan with appendix containers given in BS 3914 : Part 1 and BS 5597.

*Marking BS 4088 on or in relation to a product is a claim by the manufacturer that the product has been manufactured in accordance with
the requirements of the standard. The accuracy of such a claim is therefore solely the manufacturer’s responsibility. Enquiries as to the

aylands

availability of third party certification to support such claims should be addressed to the Director, British Standards Institution
Avenue, Hemel Hempstead, Herts HP2 45Q in the case of certification marks administered by BS1, or to the appropriate authorfty @C Ul ments

other certification marks.
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