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Co-operating organizations

The Textile Divisional Council, under whose supervision this British Standard
was prepared, consists of representatives from the following Government
department and scientific and industrial organizations:

British Railways Board*

Consumer Standards Advisory Committee of BSIT
Consumers’ Association

Cotton Industry Standards Committee

Jute Industry Standards Committee

Linen Industry Standards Committee

London Transport Executive

Man-made Fibres Industry Standards Committee
Ministry of Defence*

Ropes and Cordage Industry Standards Committee
Silk Industry Standards Committee

Society of Dyers and Colourists

Textile Institute*®

Textile Machinery Industry Standards Committee
Textile Research Conference*

Trades Union Congress

Wool Industry Standards Committee

The Government department and scientific and industrial organizations
marked with an asterisk in the above list, together with the following, were
directly represented on the subcommittee entrusted with the detailed
preparation of this British Standard. This subcommittee was set up by the
Standing Joint Committee for Textile Test Methods, the members of which
were appointed by the Textile Institute and the British Standards Institution.

Bradford Conditioning House

British Carpet Industry Technical Association
British Man-made Fibres Federation

Cotton Silk and Man-made Fibres Research Association
Department of the Environment
European-Flooring Institute

Federation of British Carpet Manufacturers
Fibre Bonded Carpet Manufacturers’ Association
International Wool Secretariat

Retail Trading-Standards Association Inc.
Tufted Carpet Manufacturers’ Association
University of Leeds

University of Manchester

This British Standard, having Wira
been approved by the Textile
Divisional Council, was

published under the authority

of the Executive Board on

30 September 1975
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