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As amended,
March 1986

As amended,
March 1986

As amended,
March 1986

As amended,
March 1986

Tris BriTisH STANDARD, having been approved by the Iron
and Steel Industry Standards Committee, was published
under the authority of the Executive Board on 23 August,
1972,

© British Standards Institution, 1972,
ISBN : 0 580 07116 2

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

A complete list of British Standards, numbering over 9,000,
fully indexed and with a note of the contents of each, will be
found in the BSI Catalogue which may be purchased from
BSI Sales Department. The Catalogue may be consulted in
many public libraries and similar institutions.

This standard makes reference to the following British
Standards:
BS 18.  Methods for tensile testing of metals.
Part 4, Steel tubes.
BS 864. Capillary and compression tube fittings of copper
and copper alloy.

Part 2. Specification for capillary and
compression fittings for copper tubes.

BS 1449. Steel plate, sheet and strip.
Part 2. Specification for stainless and heat
resisting steel plate, sheet and strip.

BS 1957. Presentation of numerical values (fineness of
expression; rounding of numbers).

BS 3889. Methods for non-destructive testing of pipes and
tubes.
Part |. Methods of automatic ultrasonic testing
for the detection of imperfections in wrought steel
tubes.
Part 2A. Eddy current testing of ferrous pipes
and tubes.

BS 5245.* Phosphoric acid based flux for soft soldered joints
in stainless steel.

* Referred to in the foreword only.

The following BSI references relate to the work on this standard:

Committee reference ISE/66 Draft for commenaeeﬁ?ﬁents
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