BRITISH STANDARD BS 4140 :
Part 14 : 1990

Methods of test for

Aluminium oxide

Part 14. Determination of calcium content

NOTE. It is recommended that this Part be read in conjunction with the
general information in BS 4140 : Part O ‘General introduction’ which is
issued separately.
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Foreword

This Part of BS 4140 has been prepared under the direction of the Chemicals
Standards Policy Committee. A corresponding international standard, ISO 2070 :
1981, published by the International Organization for Standardization (ISO), was
not implemented in the UK as a British Standard as the method was found to be
impractical for routine purposes. It is intended that this Part of BS 4140, when
published, shall be the basis for a UK proposal to ISO for the revision of

ISO 2070 : 1981.

This Part of BS 4140 makes reference to BS 4140 : Part 1 and BS 4140 : Part 13,
possession of which is essential.

This standard prescribes a method of test only, and should not be used or quoted
as a specification defining limits of purity. Reference to this Part should indicate
that the method of test used complies with BS 4140 : Part 14 : 1990.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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AMD 6893
Amendment No. 1
published and effective from 28 February 1992

e to BS 4140 : Part 14 : 1990

Methods of test for aluminium oxide
Part 14. Determination of calcium content

Revised text

AMD 6893 Clause 4 Apparatus
February 1992

Insert the following:

'4.6 Burette, 256 mL, graduated in 0.05 mL, complying with class A of BS 846."'

AMD 6893 Clause 6.2.3 Preparation of calibration solutions
February 1992

In line 6, delete 'pipette (4.2)' and substitute 'burette (4.5)'.

AMD 6893 Publication(s) referred to
February 1992
Insert at the beginning of the list 'BS 846 Specification for burettes'.
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