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Copyright . ]

Users of British Standards are reminded that copyrignt subsists in all BSI publications. No part of this publication may be
reproduccd in any form without the prior permission in writing of BSI. This does not preclude the free use, in the course of
implementing the standard, of necessary delails such as symbols and size, type or grade designations. Enquirics should be
addressed 10 the BSI Secretarial.

Contract raguirements _ '
Altention is drawn to the fact that this British Standard docs not purport to include all the necessary provisions of 4 contract.

Ravision of British Standards . . )
In order to keep abreast of progress in the industries concerned, British Standards are subject (o periodical review. Suggestuns
far improvements will be recorded and in due course brought to the notice of the committees charged with the revision of the

standards to which they refer.

British Standards arc revised, when necessary, by the issue sither of amendment slips or of revised editions, 1t is important that
users of British Standards should ascertain that they are in possession of ilie Jatest amendmenlts or editions. Full information en all
BS! publications, numbering over 6000, will be found in the British Standards Yearhook. This informaltion is supplemented by
details published cach month in 35/ News of new publications, revisions and amendments.

ASI News is aviilable to Subscribing Members of the Institution. All other publications may be purchased dircel from Sales
Department. Enguiries concerning subscribing membership, which has considerable advantages, will be welcomed, and should
be made to Subscriptions Department. Both depariments are located at:

01 Pentonyille Road, London N1 9ND (Telephone 01-837 8801 3 Telex 23218).

The fullowing BSI referesices relate 1o the work on this standayd:
Committee reference BMB/7 and BMB/7/1. Draft for approval 73/10062

Co-operating organizations

The Bitaminous Products Standacrds Commitiee, under whose supervision {lis British Standard was prepared, consists of
representatives ol the following Government department and scientific and industrial organizations:

National Federation of Builders’ and Plumbers’ Merchants
“Nationa! Federation of Buitding Trades Employers

Pitch Fibre Pipe Association ol Great Britain

Refined Bitumen Association Limited

Royul Institete of British Architects
*Societly of Chemical Tndustry
*Standardization of Tar Products Tests Committee

Tur Industries Association

The Royal Institution of Chartered Surveyors

Association of British Rooting el Manufacturers
Assoctation of Waterprool Paper Munutacturers
*Department of the Environment
Federation of Civil Engincering Contractors
Yielt Roofing Contractors Advisory Board
*Institutc of Petreleum
*institution of Civil Engincers
*[nstitution of Structural Pugineers
Mastic Asphalt Council and Employees Federation

The Government depariment and scientific and industrial organizations marked with an asterisk in the above list, together with
the following, were directly represented on the committee entyusted with the preparation of (his British Standard:

Institute of British Foundrymen
Institution of Gas Engincers
Institution of Municipal Engincers

British Cast Iron Rescarch Association
British Iron Founders' Association
British S1eel Corporation

Britisl Waterworks Association National Coal Bourd

Coal Tar Rescarch Association National Physical Laboratory (Department of Trade and
Council of British Manufacturers of Petroleum Equipment Industry) .

Council of lronfoundry Associations Pipeline Industries Guild

Engineering Eyuipment Users® Association Individual manufacturers

Federation of Associplions of Specialists and Sub-contractors
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