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Foreword
This British Standard has been prepared under the direction  This Part of this standard is technically equivalent to
of the Mechanical Engineering Standards Committee and 1SO 4029-1977 'Hexagon socket set screws with cup point’
forms part of the revision of the 1967 edition. It isoneofa published by the International Organization for
series of specifications, of which the full list is as follows. Standardization (1SO). ‘
Part 1. Specification for hexagon socket head cap .ATthough the tolerances on some features specitied in this
screws standard differ from those specified in BS 4168 : 1967,
Part 2. Specification for hexagon socket set screws screws complying with this standard are generally
© with flat point :mterchangeable with SCrews complymg with BS 4168 : 1967.

Part 3. Specification for hexagon socket set screws
with cone point

Part 4. Specification for hexagon socket set screws
with dog point

If, in special cases, requirements other than those listed in
this standard are necessary, it is recommended that they
should be selected from the standards referred to in

Part 5. Specification for hexagon socket set screws clause 4.
with cup point For ease of production it has been found convenient to
Part 6.* Specification for hexagon socket button head reproduce the f.gure and table from 1SO 4029 for figure 1
screws and table 1 of this standard. Certain conventions are not
Part 7.% Specification for hexagon socket shoulder identical with those used in British Standards; attention is
screws especially drawn to the following:
Part 8.* Specification for hexagon socket countersunk The comma has been used throughout as a decimal marker.
head screws in British Standards it is current practice to use a full point
Part 9.* Specification for wrench keys on the baseline as the decimal marker,
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British Standard
Hexagon socket screws and wrench keys: metric series

Part 5. Specification for hexagon socket set screws with cup point

1. Scope

This British Standard specifies requirements for hexagon socket set screws with cup point, ISO metric threads and
diameters from 1.6 mm up to and including 24 mm.

2. References

The titles of the standards publications referred to in this standard are listed on the inside back cover,

3. Dimensions
The dimensions of the set screws shall be in accordance with figure 1 and table 1
Alternative forms of proprietary cup points may be supplied unless otherwise specified.
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A slight rounding or
countersink at the mouth
of the socket is permissible

*  The 120° angle is mandatory for short-Jength screws above the dotted stepped line,

** The 45° angle applies only to the portion of the point below the root diameter of the thread.

i ~ o
‘NOTE. For broached sockets which are at the maximum limit of size, the overcut resulting from
" drilling shall not exceed 20 % of the length of any flat of the socket.’ - ‘

Figure 1. Set screws with cup point.
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