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Foreword

This Part of BS 4215, prepared under the direction of the
Welding Standards Policy Committe, is based on

{SO 8430-2 :1988 ‘Resistance spot welding — electrode
holders — Part 2 : Morse taper fixing’ published by the
International Organization for Standardization (1S0).

It differs from the international standard in specifying
material that complies with BS 45677 rather than

1SO 5182, since the requirements for softening tempera-
ture in BS 4577 are generally more stringent than those in
ISO 5182,

BS 4216 is being revised in several Parts. Most of the Parts
of BS 4215 are or will be identical with or based on inter-
national standards but, in instances where the United
Kingdom was or is unable to give a vote of approval to the
international standard, a corresponding British Standard
has been or will be prepared, where possible, taking into
account the reasons for disapproval. A further Part will also
be published in due course, specifying electrodes, electrode
holders and ancillary equipment of interest in the UK only,

The following Parts of BS 4215 have been published to
date:

Part 1. Withdrawn (superseded by BS 4215 : Parts 9
and 10)

Part 2. Specification for straight resistance spot
welding electrodes

Part 3. Specification for the dimensions of electrode
taper fits

Part 4. Specification for taper plug gauges and taper
ring gauges
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Part 5. Specification for electrode back-ups and
clamps

Part 6. Specification for electrode adaptors, female
taper 1:10

Part 7. Specification for male electrode caps

Part 8. Specification for insulation caps and bushes

Part 9. Specification for electrode adaptors, male taper

1:10, conical fixing 1:10
Part 10. Specification for electrode adaptors, male taper
1:10, parallel shank fixing for end thrust
electrodes .
Part 11. Specification for electrode holders, taper fixing
1:10
Part 12. Specification for electrode holders, Morse taper
fixing
Part 13. Specification for electrode holders, parallel
shank fixing for end thrust
Part 14. Specification for cooling tubes
The text of 1SO 8430-2-1988 has been used for ease of
production of Part 12 of BS 4215, although some
terminology and certain conventions are not identical.
The Technical Committee has reviewed the provisions of
1SO 1642, 1SO 5821 and 1SO 5828, for which there are
no equivalent British Standards, and has decided that they
are acceptable for use in conjunction with this Part of
BS 4215.
Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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