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BS 4219 : Part 3 : 1985

National foreword
This Part revision of BS 4219 has been prepared under the direction of the Mechanical Engineering Standards Committee.
This Part is one of a series of standards, of which the full list is as follows.

Part 1 Specification for slotted set screws with flat point
Part 2 Specification for slotted set screws with cone point
Part 3 Specification for slotted set screws with long dog point
Part 4 Specification for slotted set screws with cup point
Together with Parts 1, 2 and 4 this Part supersedes BS 4219 : 1967, which is withdrawn.

This Part of BS 4219 is identical with 1ISO 7435-1983 ‘Slotted set screws w1th long dog point’, published by the Inter-
national Organization for Standardization (1SO).

For other point configurations reference may be made to BS 6567 ‘Specification for ends of fasteners with external metric
ISO thread'.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in
British Standards; attention is drawn especially to the following.

The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard’,
Cross-references

International standards Corresponding British Standards

1ISO 225-1983 BS 6565 : 1985 Method for dimensioning and designating bolts, screws, studs and nuts
(1dentical)

1ISO 261-1973 BS 3643 Specification for 1SO metric screw threads

1SO 965-1980 Part 1 : 1981 Principles and basic data
(Technically equivalent)

1SO 898/5-1980 BS 6104 Mechanical properties of fasteners
Part 3 : 1981 Specification for set screws and similar threaded fasteners not under tensile
stresses
(!dentical)

ISO 3269-1984* BS 6587 : 1985 Methods of acceptance inspection for fasteners
{Technically equivalent)

ISO 3506-1979 BS 6105 : 1981 Specification for corrosion-resistant stainless steel fasteners
(ldentical)

1ISO 4753-1983 BS 6567 : 1985 Specification for ends of fasteners with external metric 1SO thread
(Identical)

1SO 4759/1-1978 BS 6322 Tolerances for fasteners

Part 1 : 1982 Specification for tolerances of bolts, screws and nuts with thread
diameters = 1.6 mm and << 150 mm and product grades A, B and C
(Identical)

The Technical Committee has reviewed the provisions of 1SO 888-1976, to which reference is made in the text, and has
decided that they are acceptable for use in conjunction with this standard. .

ISO 4042, at present at the stage of draft, will be implemented in the revision of BS 3382 ‘Electroplated coatings on
threaded components’ in due course. In the meantime reference may be made to BS 3382 for electroplating requirements.

Additional information. Pending the publication of an ISO standard for the mechanical properties of screws made of
non-ferrous metals, attention is drawn to the current UK practice that brass set screws are manufactured from material
with a minimum tensile strength of 314 N/mm?.

With reference to clause B, for the purpose of this Part of BS 4219 the following designation is applicable.
Set screw BS 4219 : Part 3-Mb x 12 - 14H
Compliance with a British Standard does not of itself confer immunity from legal obligations,
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*1SO 3269-1984 has been published since the publication of 1SO 4766-1983, so the footnote to clause 2 no lorger-applies to150 3269.
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