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BS 4232 : 1967

THis BRITISH STANDARD, having been approved by the
Pigments, Paints and Varnishes Industry Standards Com-
mittee and endorsed by the Chairman of the Chemical
Divisional Council, was published under the authority of the
General Council on 29th December, 1967.

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract,

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 9,000,
fully indexed and with a note of the contents of cach, will be
found in the BSI Catalogue which may be purchased from
BSI Sales Department, The Catalogue may be consulted in
many public libraries and similar institutions.

This standard makes reference to the following British
Standards:

BS 15.  Mild steel for general structural purposes.

BS 410.  Test sieves.

BS 968. High yield stress (welding quality) structural steel.

BS 2451. Chilled iron shot and grit.

BS 2569. Sprayed metal coatings.

BS 2762. Notch ductile steel for general structural purposes.

CP 2008. Protection of iron and steel structures from cor-
rosion.

British Standards are revised, when necessary, by the issuc either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee reference PVC/21 Draft for comment 66/3768
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CO-OPERATING ORGANIZATIONS

The Pigments, Paints and Varnishes Industry Standards
Committee, under whose supervision this British Stan-
dard was prepared, consists of representatives from the
following Government departments and scientific and
industrial organizations:
Board of Trade
British Colour Makers’ Association
British Railways Board
Chemical Industries Association
Crown Agents for Oversea Governments and Administrations
*Greater London Council
Lead Oxide Convention
London Transport Board
Ministry of Defence, Army Department
Ministry of Defence, Navy Department
Ministry of Public Building and Works
Ministry of Public Building and Works—Building Research
Station
Ministry of Technology
Ministry of Technology—Laboratory of the Government
Chenmist
National Federation of Builders’ and Plumbers’ Merchants
Oil and Colour Chemists’ Association
Paintmakers® Association of Great Britain Ltd.
Paint Manufacturers' and Allied Trades Association
Post Office
Research Association of British Paint, Colour and Varnish
Manufacturers
Royal Institute of British Architects
Royal Institute of Public Health & Hygiene
Titanium Pigment Manufacturers' Technical Committee
White Lead Convention
Zinc Development Association

The scientific and industrial organizations marked with

an asterisk in the above list, together with the following,

were directly represented on the committee entrusted

with the preparation of this British Standard:

British Association of Corrosion Engineers

Electricity Council, The Central Electricity Generating
Board and the Area Boards in England and Wales
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BRITISH STANDARD SPECIFICATION FOR
SURFACE FINISH OF BLAST-CLEANED

STEEL FOR PAINTING

FOREWORD

This British Standard was prepared under the authority of the Pigments, Paints
and Varnishes Industry Standards Committee at the request of the British
Association of Corrosion Engineers, now the Institute of Corrosion Technology.
It is-based on draft specifications for qualities of blast-cleaning proposed by an
expert committee of the BACE, to whom due acknowledgement is made. It is
not intended to cover wet methods of blast-cleaning.

The quality levels defined in this British Standard have been selected so as
to be roughly equivalent to those defined in the internationally recognized
standards of the Steel Structures Painting Council (USA) and the Swedish
Standards Organization. This equivalence may be expressed as follows:

BS SSPC SIS 05 59 00
First quality White metal SA3
Second quality Near-white SA 25 (see Note)
Third quality Commercial SA 2

NOTE. The intermediate quality described here as SA 25 was not included in the 1960
edition of the Swedish Standard SIS 05 59 00, but was added to the fifth edition published
in 1967,

This British Standard is concerned primarily with the quality of surface
finish resulting from blast-cleaning and only secondarily with the blast-cleaning
equipment and procedure required to produce these results. It has been found -
difficult to base the standard on detailed measurement and assessment of
surface finish, but since the finish achieved is closely related to the type and
grade of abrasive used, it has been decided to list the abrasives that will normally
give the surface finishes specified, provided suitable equipment is used by
experienced operators.

Some notes are also included on the use of this British Standard, under three
headings:

Selection of a suitable quality of surface finish for a given purpose (see
Clause 4).

Methods of control and inspection of the quality of surface finish
obtained (see Clause 5).

‘Blast-cleaning procedure (see Appendix A).
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