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BS 4250 : Part 2 : 1987

Foreword

This Part of BS 4250 has been prepared under the direction
of the Petroleum Standards Committee. BS 4250 was first
published in 1968 as a specification for commercial butane
and propane in response to a request from the Ministry of
Defence. A first revision, which was published in 1975,

is superseded by BS 4250 : Part 1 and has been withdrawn.

The revision of BS 4250 includes modifications to the
limiting requirements as a result of a new appreciation of
the quality needs for various applications of liquefied
petroleum gases (LPG) and growth in the usage of LPG for
automotive purposes. Changes have also been made to take
into account changes in analytical methods. The standard
has been divided into two Parts: Part 1 ‘Specification for
commercial butane and propane’, and Part 2 ‘Specification
for automotive LPG’.

In general the requirements for automotive grade LPG may
be satisfied by commercial grade propane and mixtures of
commercial grade propane and butane, but additional
requirements needed for automotive use are specified in
this Part.

The requirement for residual matter included for guidance
only in Part 1 is included in this Part as a limiting require-
ment. A lower limit than in Part 1 is specified for dienes
content.

A requirement for motor octane number to ensure satis-
factory engine performance and a minimum vapour pressure
limit for cold starting performance are specified. These
additional requirements are not necessary for fuels for use
in stationary engines and fork lift trucks.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 6230

—

Amendment No. 1
published and effective from 28 February 1990
to BS 4250 : Part 2 : 1987

—

Liquefied petroleum gas
Part 2. Specification for automotive LPG

Correction

AMD 6230 Table 1. General requirements for automotive LPG

February 1990 In column 1, delete ‘Hydrogen sulphide content (in cm3/m), max.*" and substitute

‘Hydrogen sulphide content (in cm3/m3), max.*’

PTC/10
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