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This British Standard, having been approved by the
Agricultural Machinery and Implements Industry Standards
Committee, was published under the authority of the
Executive Board on 16th March, 1970.

BS 4286. First published February 1968.
SBN: 580 05847 6

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will be
found in the British Standards Yearbook. The BS
Yearbook may be consulted in many public libraries and
similar institutions.

This standard makes reference to the following British
Standard:
BS 1449. Steel plate, sheet and strip.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committee reference AGE/16 Draft for comment 6831387
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CO-OPERATING ORGANIZATIONS

The Agricultural Machinery and Implements Industry
Standards Committee, under whose supervision this
British Standard was prepared, consists of representa-
tives from the following Government departments and
scientific and industrial organizations:

*Agricultural Engineers’ Association
Agricultural Machine Parts Association

*Agricultural Machinery and Tractor Dealers’ Association
Institution of Agricultural Engineers, Incorporated

*Ministry of Agriculture, Fisheries and Food

*National Farmers’ Union

*National Institute of Agricultural Engineering

*Royal Welsh Agricultural Society

The Government department and scientific and indus-
trial organizations marked with an asterisk in the above
list, together with the following, were directly repre-
sented on the committee entrusted with the preparation
of this British Standard:

Agricultural Research Council—Pest Infestation Laboratory
Department of Agriculture and Fisheries for Scotland

Flour Milling and Baking Research Association

Institute of Brewing

Institution of Heating and Ventilating Engineers

National Association of Corn and Agricultural Merchants, Ltd.
National Institute of Agricultural Botany
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BRITISH STANDARD SPECIFICATION FOR

STEEL DUCTING FOR GRAIN
AND FODDER CONVEYING
Part 2. Metric units

FOREWORD

This British Standard has been prepared under the authority of the Agricultural
Machinery and Implements Industry Standards Committee at the request of the
Agricultural Machinery and Tractor Dealers Association, Ltd.

The main object of the standard is to ease problems of manufacturers and
stockists, and to enable users to interchange ducting of different makes. Care
has been taken not to restrict in any way the development of improved materials
for ducting manufacture nor the freedom of the designer.

For new designs, it is recommended that ducts be to this standard. However,
BS 4286 Part 1 (imperial units) will remain in existence until the changeover has
been completed and there is no further requirement for replacement ducts for
machines designed to the imperial system.

The size and construction of plain straight ducting between 90 mm and
280 mm in diameter are specified. The method of coupling, by flanges, of
the larger sizes of ducting is specified but not the couplings for the butt joints
of the smaller ducting because of the wide range of applications and methods
of manufacture of these smaller sizes.

The dimensional tolerances given are in no case unnecessarily close and are
consistent with the requirements of interchangeability and the production of good
quality ducting.

The adoption of the standard will afford not only the benefits of rationaliza-
tion in manufacture and storage, but also the advantages of interchangeability.

SPECIFICATION
1. SCOPE

This Part of this British Standard specifies a range of lengths and internal
dimensions and thicknesses of materials for the round type of grain and fodder
conveying steel ducting.

2. INTERNAL DIAMETERS

The internal diameters of ducting shall conform to the dimensions given in
Table 1.
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