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AMD 3386

Amendment Slip No. 1
published and-effective from 30 June 1980
to BS 43(10/8 : 1969

|

Speciﬂcatiﬂ_-n-lﬂrrfp]i ementary series) for

Wrpughtaluguyninmind aluminium alloys
NS 51 Plate, sheet and strip
e

Revised text

Title of standard. In the title on the cover, title page and page 5, delete ‘NS 51°
and substitute ‘5454°,

List of referenced standards (page 2). Immediately below the title of BS 18,
insert ‘Part 1. Non-ferrous metals’,. Delete the reference to BS 1957.

Contents. Delete the heading ‘Appendix’ and substitute ‘Appendices’.
Add the following below the entry for appendix A :

‘B. Details of the international alloy designations and chemical composition
limits for wrought aluminium alloys system’.

Foreword. Delete the last sentence of the second paragraph.
Add the following paragraphs.

‘As a major step towards alignment of aluminium and aluminium alloy
compositions on an international basis, a substantial number of countries have
agreed to adopt a 4-digit classification for alloy composition designation. This
system is administered by the Aluminum Association Inc., who issue the
‘Registration Record of International Alloy Designations and Chemical
Composition Limits for Wrought Aluminum Alloys’,

By amendment, it has been decided to introduce this system into the British
Standards concerned with these types of material in place of the material
designations formerly used. The details of the system are given in appendix B.

The temper designations and associated mechanical property requirements
remain unaltered for the present and therefore may not necessarily align
precisely with those in the standards of other countries.

The designation 5454 therefore replaces the former designation NS 51 (nearest
[SO equivalent A1 Mg3 Mn). Minor compositional changes have been made.

Clauses 1.8.1 and 1.8.2. Delete ‘BS 18* and substitute ‘BS 18 : Part 1+,

Delete the existing footnote **' and substitute “*BS 18, ‘Methods for tensile
testing of metals,” Part 1, “Non-ferrous metals.’.’
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1.14 The rounding of numbers rule. Delete the existing text and substitute the
following.

‘For purposes of determining conformance to compositional limits and
mechanical properties (not dimensional tolerances), an observed value or a
calculated value obtained from analysis is rounded off to the nearest unit in the
last right-hand place of figures used in expressing the specified limit, in
accordance with the following.

When the figure next beyond the last figure or place to be retained is less
than 5, the figure in the last place retained should be kept unchanged.

When the figure next beyond the last figure or place to be retained is greater
than 5, the figure in the last place retained should be increased by I.

When the figure next beyond the last figure or place to be retained is 5 and

{a) there are no figures, or only zeros, beyond this 5, if the figure in the last
place to be retained is odd, it should be increased by 1 ; if even, it should be
kept unchanged ;

(b} if the 5 next beyond the figure in the last place to be retained is followed
by any figures other than zero, the figure in the last place retained should
be increased by 1, whether odd or even.’

2.1 Chemical composition. Delete the existing text and substitute the
following :
2.1 CHEMICAL COMPOSITION LIMITS *

The chemical composition of material 5454 (former BS designation NS 51,
nearest ISO equivalent Al Mg3 Mn) shall be as follows :

Silicon 0.25
Iron 0.40
Copper 0.10
Manganese 0.50-1.0
Magnesium 2.4-3.0
Chromium 0.05-0.20
Zinc 0.25
Titanium 0.20
Others ¥ Each 0.05

) Total 0.15
Aluminium Remainder

* Composition in per cent maximum unless shown as a range or a minimum.

1 Analysis is regularly made only for the elements for which specific limits are shown. If,
however, the presence of other elements is suspected to be, or in the course of routine
analysis is indicated to be, in excess of the specified limits, further analysis is made to
determine that these other elements are not in excess of the amount specified.
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New appendix B. Insert the following new appendix B ;¥
‘APPENDIX B

DETAILS OF THE INTERNATIONAL ALLOY DESIGNATIONS
AND CHEMICAL COMPOSITION LIMITS FOR
WROUGHT ALUMINIUM ALLOYS SYSTEM

B.1 Alioys groups: general. The first of the four digits in the designation
indicates the alloy group as follows :

Aluminium, 99.00 % minimum and greater | xxx
Aluminium alloys groups
by major alloying elements

Copper 2 Xxx
Manganese 3 xxx
Silicon 4 xxx
Magnesium 5 xxx
Magnesium and silicon 6 xxx
Zinc 7 xXX
Other element 8 xxx
Unused series 9 xxx

B.2 1 xxx group. In the 1 xxx group for minimum purities of 99.00 % and
greater, the last two of the four digits in the designation indicate the minimum
aluminium percentage, These digits are the same as the two digits to the right of
the decimal point in the minimum aluminium percentage when it is expressed
to the nearest 0.01 %,

The second digit in the designation indicates modifications in impurity limits
or alloying elements. If the second digit in the designation is zero, it indicates
unalloyed aluminium having natural impurity limits : integers | to 9, which
are assigned consecutively as needed, indicate special control of one or more
individual impurities or alloying elements.

B.3 2 xxx to 8 xxx groups. In the 2 xxx to 8 xxx groups the last two of the four
digits in the designation have no special significance but serve only to identify
the different aluminium alloys in the group. The second digit in the alloy
designation indicates alloy modifications. If the second digit in the designation
is zero, it indicates the original alloy; integers | to 9, which are assigned
consecutively, indicate alloy modifications.

B.4 National variations. National variations of wrought aluminium and
wrought aluminium alloys registered by another country are identified by a
serial letter after the numerical designation. The serial letters are assigned in
alphabetical sequence starting with A for the first national variation registered,
but omitting I, O and Q.
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Full document details: BS 4300/8:1969 sl

BS 4300/8 : 1969

THIS BRITISH STANDARD, having been approved by the
Non-ferrous Metals' Industry Standards Committee, was
published under the authority of the Executive Board on
31 December, 1969,

SBN: 580 05664 3

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract,

In order to keep-abreast of progress in the industries con-
cerned, British Standards are subject 1o periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will be
found in the British Standards Yearbook, price 20s. The BS
Yearbook may be consulted in many public libraries and
similar institutions,

This standard makes reference to the following British
Standards:

BS 18.  Methods for tensile testing of metals,

BS 1499. Sampling non-ferrous metals.

BS 1728, Methods for the analysis of aluminium and alu-
minium alloys.

BS 1957. Presentation of numerical values (fineness of ex-
pression; rounding of numbers).

BS 4391. Recommendations for metric basic sizes for metal
wire, sheet and strip.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
Committes reference NFE/19 Draft for comment 68/29978
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