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Textile machinery and accessories: working widths

Part 1. Cotton spinning machinery

[1SO title: Textile machinery and accessories — Cotton spinning machinery — Working width]

Specification du materiel pour I'industrie textile — Largeur de travail

Partie 1.

Machines de préparation en filature de coton

Spezifikation flir Maschinen fur die Textilindustrie — Nutzbreite

Teil 1. Maschinen fir Baumwollespinnerei

Foreword
This Part of BS 4302 has been prepared under the
direction of the Textile Machinery Standards Committee
and is identical with SO 341 ‘Textile machinery and
accessories —

It is anticipated that the other Parts of BS 4302 will also be
identical with the following international standards.

Part 2 implementing SO 342 — 1971 'Textile machinery
and accessories — Worsted and woollen cards —
Working width’

Part 3 implementing ISO 2012 — 1976 ‘Textile machinery
and accessories — Cone sectional warping machines
— Maximum usable width’

Part 4 implementing 1SO 6176" ‘Textile machinery and
accessories — Warp sizing machinery — Maximum
usable width’

Part 5 implementing SO 109* ‘Textile machinery and
accessories — Standard working widths of weaving
machines’

*In course of preparation.
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Cotton spinning machinery — Working width’.

Part 6 implementing 1SO 1505 ‘Textile machinery and
accessories — Working widths and nominal widths
of dyeing and finishing equipment’

Parts 1 and 3 of this present revision supersede the whole

of BS 4302 : 1968.

It is to be noted that the working widths of machinery
specified in this Part of this British Standard are not
intended to be an exhaustive list of machinery in this
section of the industry but only of those machines whose
products affect preceding or subsequent processes with
respect to operating width.

Terminology. The text of the international standard has
been approved as suitable for publication, without
deviation, as a British Standard. Some terminology is not
identical with that used in British Standards; attention is
especially drawn to the following.

Where the words ‘International Standard’ appear, referring
to this standard, they should be interpreted as ‘British
Standard’.
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BS 4302 : Part 1 : 1978

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the working width for cotton spinning machinery.

2 WORKING WIDTH

Dimensions in millimetres

Definition Working width
Scutcher (Picker) Working width
= width of lap 1 000"

= width between guide plates

Card Working width

= width of lap
10001

= width between guide plates

The cylinder width is equal to the working width plus O to 50 mm

Sliver lap machine, ribbon lap machine and lap former 230

Working width 250

= width of lap at outlet 265
= width of lap spool 300

1) Basic dimension adjustable within small limits to allow for slight variations between scutchers
and cards.
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