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Foreword

This Part of BS 4302 has been prepared under the Terminology. The text of the international standard has
direction of the Textile Machinery Standards Committee been approved as suitable for publication, without

and is identical with 1SO 2012 ‘Textile machinery and deviation, as a British Standard. Some terminology is not
accessories — Cone sectional warping machines — identical with that used in British Standards; attention is
Maximum usable width’. especially drawn to the following.

Part 1 of this revision ‘Cotton spinning machinery’, Where the words ‘International Standard’ appear, referring
is identical with ISO 341 — 1976 ‘Textile machinery to this standard, they should be interpreted as ‘British

and accessories — Cotton spinning machinery — Working Standard’.

width’ and the foreword to that Part describes how it is
anticipated that revision of BS 4302 will be completed.

AN
‘
) OILULLIT
Lo octimant Sharing Bl
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW et
British Standards

Full document details: BS 4302-3:1978

b


http://www.avadocuments.com/doc/bs-4302-3-1978
http://www.avadocuments.com/doc/bs-4302-3-1978

BS 4302 :Part3:1978
ISO 2012 -1976

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies, for a specific cylinder of a sectional warping machine, the maximum usable width of
the warp on the cylinder and, consequently, on the warping machine itself.

2 DESIGNATION

A cylinder of a sectional warping machine is designated by the indication of the maximum width of the usable warp on this
cylinder, followed by reference to this International Standard and other characteristics of the equipment, if necessary.

Example of designation

Cylinder of sectional warping machine, 2600, 1SO 2012.
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B  maximum usable width
Dimensions in millimetres
B (1 400) 1800 (2 000) 2 200 (2 400) 2600 | (2800) 3 000 3400 3800 4 200

NOTE — The values in brackets should be avoided wherever possible. They are only incorporated in this International Standard to take account
of cylinders still in use.

This British Standard, having been prepared under the direction of
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