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Foreword
BS 888 which specifies gauge blocks in imperial units also contains a section on accessories for use with the blocks, but
BS 4311 : 1968* covering metric gauge blocks did not include a comparable section. The present standard rectifies this
omission and constitutes Part 2 of BS 4311.
Documents

*An amendment is being issued to renumber BS 4311 : 1968 as BS 4311 : Part 1 : 1968.
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British Standard Specification for

Metric gauge blocks

Part 2. Accessories

0. Introduction

The use of gauge blocks for measuring and for calibrating
measuring instruments may be extended by accessories of
the type specified in this standard. For instance pairs of
type A and type B jaws are listed which when combined
with gauge blocks form an external or an internal calliper.
Other accessories are a robust base for converting a gauge
block combination into a height gauge; and a centre point
and an edged tool for scribing arcs of precise radius. The
various items are made with wringing surfaces for com-
bining with gauge blocks, and holders are available for
supporting the combinations in use.

The precision obtainable in using the accessories is
influenced by the manner of use, e.g. reduction of
springiness in calliper jaws, flatness of the datum surface

Measuring jaws
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Ptlatform

Figure 1. Examples of assemblies of gauge block accessories

on which the base is located, and avoidance of local wear,
particularly on the scribing tool and the type A jaws.

1. Scope

This standard specifies requirements for accessories
intended for use with metric gauge blocks complying with
the requirements of BS 4311 : Part 1 and includes two
types of measuring jaws, scriber and centre points, bases
and holders. Requirements for general dimensions and
certain features of design, material, finish and accuracy are
specified. Other details of design may vary according to the
practice of individual manufacturers.

Examples of typical assemblies of accessories are shown in
figure 1 and notes on their use are given in appendix A.
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