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Foreword

This revision of this Part of BS 4368 has been prepared
under the direction of the Mechanical Engineering Standards
Committee and constitutes the first revision of BS 4368 :
Part 4 : 1977, which is withdrawn.

BS 4368 consists of the following Parts:
Part 1. Specification for heavy series couplings (metric)
Part 3. Specification for light series couplings (metric)

Part 4. Specification for type test requirements

NOTE. BS 4368 : Part 2 : 1968 ‘Inch sizes’ was withdrawn in
January 1978.

The objects of BS 4368 remain as follows:

(a) to establish a minimum level of performance for
compression couplings;

(b) to specify requirements that will provide a firm basis
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for the comparison of performance between different
designs of coupling;

(c) to specify quality and performance requirements for
couplings complying with Parts 1 and 3.

However, the scope of the standard has been extended to
permit the standard to be applied for testing couplings
manufactured from copper based alloys in addition to
carbon or stainless steels. It is intended that Parts 1 and 3
of BS 4368 will be amended to cover such materials.

Where couplings are required for specific applications,
information regarding the torque transmitted to the tube
during coupling assembly may be obtained from the
manufacturer.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 4927

=

Amendment No. 1
published and effective from 30 September 1985
to BS 4368 : Part 4 : 1984

—_—

Compression couplings for tubes
Part 4. Specification for type test requirements

Corrections

AMD 4927 Clause 7.7.2 Procedure
September 1985 Delete the third sentence and substitute the following:

‘Run the pressure impulses for a minimum of 5 x 10° cycles
and the vibration for a minimum of 20 x 10° cycles.’

AMD 4927 Back cover

September 1985 In the last line of paragraph 4 of the right hand column and at the foot of the page delete

the existing committee reference and substitute ‘PSE/9 (formerly MEE/118)".

8509—1.7k—B PSE/9

Documents

Document Sharing Hub

Full document details: BS 4368-4:1984


http://www.avadocuments.com/doc/bs-4368-4-1984
http://www.avadocuments.com/doc/bs-4368-4-1984

