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National foreword

This Part 2 of BS 4392 has been prepared under the
direction of the Textile Machinery Standards Committee.
It is identical with 1SO 141 ‘Textile machinery and
accessories — Pirn winders and cross winders — Definition
of left and right sides’.

The complete revision of BS 4392 takes the following form.

Part 1 (implementing 1SO 92) ‘Spinning machinery’

Part 2 (implementing ISO 141) ‘Pirn winders and cross
winders’

Part 3 (implementing ISO 142) ‘Weaving preparatory
machines’

Part 4 (implementing ISO 108) ‘Weaving looms’

Part 5 (implementing ISO 1036) ‘Dyeing and finishing
machines’
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Terminology. The text of the international standard has
been approved as suitable for publication, without
deviation, as a British Standard. Some terminology is not
identical with that used in British Standards; attention is
especially drawn to the following.

Where the words ‘International Standard’ appear, referring
to this standard, they should be interpreted as ‘British
Standard’.
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1 SCOPE AND FIELD OF APPLICATION

This International Standard gives the definition of the left
and right sides of pirn winders and cross winders used in
the textile industry.

2 DEFINITION

2.1 Single-sided machines

To determine the left or right side, the observer looks from
the position of the operator towards the machine.

2.2 Double-sided machines with lateral drive

To determine the left or right side, the observer looks from
the drive towards the further end of the frame.
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2.3 Double-sided machines with centre drive

To determine the left or right side, for each side of the
machine the observer looks from the drive towards the
further ends of the frames.
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