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National foreword

This Part 5 of BS 4392 has been prepared under the Terminology. The text of the international standard has

direction of the Textile Machinery Standards Committee. been approved as suitable for publication, without

It is identical with 1ISO 1036 ‘Textile machinery and deviation, as a British Standard. Some terminology is not
accessories — Dyeing and finishing machines — Definition identical with that used in British Standards; attention is
of left and right sides’. This Part of BS 4392 supersedes especially drawn to the following.

BS 4753 : Part 1: 1971. Wherever the words ‘International Standard’ appear,

The complete revision of BS 4392 takes the following form. referring to this standard, they should be interpreted as

Part 1 (implementing 1ISO 92) ‘Spinning machinery’ ‘British Standard".

Part 2 (implementing ISO 141) ‘Pirn winders and cross
winders’

Part 3 (implementing ISO 142) ‘Weaving preparatory
machines’

Part 4 (implementing ISO 108) ‘Weaving looms’

Part 5 (implementing ISO 1036) ‘Dyeing and finishing
machines’
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BS 4392 : Part5: 1978

1 SCOPE AND FIELD OF APPLICATION

This International Standard defines the left and right sides
of dyeing and finishing machines so that the positioning of
the various parts may be described without ambiguity, in
particular when ordering.

It is applicable to individual machines in which the textile
material follows a predetermined path, but does not apply
to assemblies of machines in plants. In all other cases, for
example jiggers and certain decatizing machines derived
from them, the positioning of the various parts should be
the subject of a special description, with a drawing if
necessary. This International Standard applies also to
bleaching and printing equipment?).

2 DEFINITION

For the machines covered by this International Standard
the indication of “left side” and “right side’”” should be
understood in relation to an observer looking towards the
machine and standing in the position normally occupied by
the operator supervising the feeding of the material into the
machine.

For tanks with turning devices and similar machines, the
observer is considered to be standing in front of the
opening for filling the bath.

NOTE — An exception is made in the case of roller printing
machines : the observer is considered to be standing at a point from
which he can inspect the material immediately after printing.

1) Itis hoped that an International Standard will be prepared covering machines which do not follow the general rule.
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