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BS 4401 : Part 10 : 1975

Foreword

This Part of BS 4401 has been prepared under the authority
of the Farming, Food and Agriculture Standards Committee.
The separate Parts of BS 4401 describe methods prepared by
Sub-committee 6 — Meat and Meat Products — of ISO/TC 34
— Agricultural Food Products — and Part 10 is identical with
International Standard 1SO 2294 Meat and meat products —
Determination of total phosphorus content (Reference
method). For the purposes of this British Standard, the

text of 1ISO 2294 should be modified as follows.

Terminology. The words ‘British Standard’ should replace
‘International Standard’ wherever they appear.

The decimal point should replace the decimal comma
wherever it appears.

Cross references. The references to an 1ISO Recommendation
should be replaced by references to a British Standard as

follows:

Clause Reference to 1SO Appropriate British
Recommendation Standard

clause 2 and ISO/R 936 BS 4401 : Part 1.

clause 10 Determination of ash

NOTE. A British Standard equivalent to 1SO 3100 {(mentioned in
clause 2} is in the course of preparation.

Other related British Standards

With reference to certain sections of the text attention is
also drawn to the following British Standards.

Reference Relevant British Standard
clause 5 BS 3978 Water for laboratory use
6.6 BS 1752 Laboratory sintered or fritted filters

NOTE. Filters complying with the requirements for grade 4 of
BS 1752 (pore diameter 5 pm to 9 pm) are suitable.
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AMD 6558

Amendment No. 1
published and effective from 21 December 1990

to BS 4401 : Part 10 : 1975

Methods of test
Meat and meat products
Part 10. Determination of total phosphorus content

Revised text

AMD 6558 Foreword
December 1990 Delete from ‘Cross references’ to the end of the foreword and substitute the following.

‘Cross-references

1SO/R 936 has been superseded by 1SO 936 : 1978 which
is identical to BS 4401 ‘Methods of test for meat and meat
products’ Part 1 : 1980 ‘Determination of ash (reference
method)’.

ISO 3100 (referred to as being at the stage of draft) has
been published in parts. BS 5348 ‘Methods for sampling
meat and meat products’ Part 1 : 1976 ‘Taking primary
samples’ is related to I1SO 3100-1 : 1975, which is under
revision. It is intended to implement the revision of

1ISO 3100-1 as an identical, dual-numbered, revision of
BS 5348 : Part 1.

Additional information

In clause 5 water complying with grade 3 of BS 3978
‘Specification for water for laboratory use’ is suitable.

WARNING. In clause 6.4, if asbestos is used, care is
required to prevent danger to health. It is recommended
that an alternative heat-resistant material is used.

Compliance with a British Standard does not of itself confer
immunity from legal obligations.’
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