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Foreword

This Part of BS 4422 has been prepared under the direction
of the Fire Standards Policy Committee. It supersedes

BS 4422 : Part 2 : 1971 which is withdrawn. In the
preparation of this Part of BS 4422, consideration has been
given to 1SO 8421 ‘Fire protection — Vocabulary’ Part 2
‘Structural fire protection’, published by the International
Organization for Standardization (1SO).

Other Parts of BS 4422 either published or in course of
preparation are as follows.

Part 1 General terms and phenomena of fire
(Identical to 1SO 8421/1)

Part 3 Fire detection and alarm
(ldentical to 1SO 8421/3)

Part 4 Fire protection equipment
Part 5 Smoke control (ldentical to 1ISO 8421/5)

Part 6 Evacuation and means of escape
(Identical to 1SO 8421/6)

Explosion detection and suppression means
(Identical to 1SO 8421/7)

Part 9 Marine terms

Part 7

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

NOTE. Each term has a number containing the prefix ‘2’ to denote the Part number of BS 4422.

A stairway additional to that or those required for escape purposes,

provided for the convenience of occupants.

A device or system providing an emergency function without the

necessity for human intervention and designed to actuate as a result
of the presence of specified conditions.

An enclosure around a tank that contains liquid (usually flammable)

formed by the erection of walls or banks above ground level to contain
safely any leakage or spillage.

No. Term Definition
2.1 accommodation stairway

2.2 automatic device or system

2.3 bund

24 catchpit

Sump or well below ground level, sited immediately beneath a tank

or tanks that contain liquid (usually flammable) to contain safely any
leakage or spillage.
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Term

cavity barrier

ceiling screen

compartment floor

compartment wall

damper

enclosed stairway
internal enclosed stairway

escape stairway

evacuation lift

exposure hazard

external escape stairway

final exit

fire compartment

fire damper

fire door

firefighting access

firefighting lift
fire lift

firefighting lift switch

firefighting lobby

firefighting shaft
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Definition

A construction provided to close a concealed space against
penetration of smoke or flame, or provided to restrict the movement
of smoke or flame within such a space.

Vertical subdivision fitted internally to the roof (or ceiling) to create
an obstacle to lateral flow of smoke and combustion gases.

A fire-resisting floor used in the separation of one fire compartment
from another.

A fire-resisting wall used in the separation of one fire compartment
from another.

A device to regulate, direct or stop the flow of fluids (liquids or
gases) through an opening or duct.

NOTE. See also smoke damper.

A stairway physically separated, e.g. by walls, partitions, screens etc.,
from the accommodation through which it passes, but not necessarily
a protected stairway.

A stairway designated as a means of escape in case of fire.
A lift that may be used for the evacuation of disabled people in a fire.

The risk of damage to any building, part of a building, other property,
or persons directly resulting from nearby fire.

Stairway in the open air, separated from the building by a fire-resisting
structure.

Transient point between an escape route and a place of safety.

A building or part of a building, comprising one or more rooms,
spaces or storeys, constructed to prevent the spread of fire to or
from another part of the same building, or an adjoining building.

Damper which is designed to prevent the passage of fire.
NOTE. See also smoke damper.

A door or shutter, provided for the passage of persons, air or objects,
which, together with its frame and furniture as installed in a building,
is intended when closed to resist the passage of fire and/or gaseous
products of combustion, and is capable of meeting specified
performance criteria to those ends.

Approach facilities provided to enable the fire service personnel
and equipment to gain access to, or within, the premises.

A lift designed to have additional protection against fire, with
controls that enable it to be used under the direction control of the
fire brigade in fighting a fire.

Switch provided to bring a firefighting lift under the immediate
control of the fire brigade.

A protected lobby for providing access from a firefighting stairway
to the accommodation area and to any associated firefighting lift.

A protected shaft containing a firefighting stairway, firefighting
lobbies and, if provided, a firefighting lift.
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