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National foreword _
This Part of this British Standard has been prepared under the direction of the Mechanical Engineering Standards

Committee and is identical with ISO 4379 ‘Plain bearings — Solid copper alloy bushes — Dimensions and tolerances’
published by the International Organization for Standardization (ISO)
The list of standards in this metric series is as follows:
BS 4480 Plain bearings : metric series-

Part 1 Sintered bronze bushes

Part 2 Solid plastic bushes

Part 3 Dimensions and tolerances of solid copper alloy bushes

Part 4 Dimensions, tolerances and methods of checking wrapped bushes

Part 5 Dimensions, tolerances and methods of checking thin-walled half bearings
Further Parts will be issued when they become available, subject to approval by the United Kingdom of the corresponding
international standards.
Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard, Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.
The comma has been used as a decimal marker, In British Standards it is current practice to use a full point on the baseline
as the decimal marker,

Wherever the words ‘International Standard* appear, referring to this standard, they should be read as ‘British Standard".
Cross-references
International standard Corresponding British Standard

1SO/R 286-1962 BS 45600 ISO limits and fits
Part 1 : 1969 General, tolerances and deviations
(Technically equivalent)

ISO/R 775-1969 BS 4606 : Shaft ends
(Technically equivalent)
ISO/R 27956-1975 BS 4480 Plain bearings : metric series

Part 1: 1974 Sintered bronze bushes
{Technically equivalent)

ISO 3547-1976 BS 4480 Plain bearings : metric series

Part 4 : 1979 Dimensions, tolerances and methods of checking wrapped bushes

(ldentical}
The technical committee has reviewed the provisions of SO 2340 and 1SO 2341 to which reference is made in clause 2
and has decided that they are acceptable for use in conjunction with this standard.

The related British Standard for ISO/R 468-1966 is BS 1134 ‘Method for the assessment of surface texture’.
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British Standard Specification for

Plain bearings : metric series

Part 3. Dimensions and tolerances of solid copper alloy bushes

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies dimensions and
tolerances applicable to solid copper alloy bushes, cylin-
drical and flanged, in the range 6 to 200 mm inside
diameters.

The inside diameters taken as the basic dimension for this
type of bearing have been chosen to accord with known
shaft sizes, and existing 1SO International Standards.

Two series of outside diameters have been included in order
to provide for the possibility of some of the sizes being
adopted for plain bearings made from other materials, and
to allow for the use of materials of differing strengths.

This International Standard applies to solid bushes for
general uses; thicker bushes can always be specified for
special applications.

2 REFERENCES

ISO/R 286, /SO system of limits and fits — Part 1 : General,
tolerances and deviations.

ISO/R 468, Surface roughness.

ISO/R 775, Cylindrical and 1 /10 conical shaft ends.
1SO 2340, Clevis pins — Metric series.

1SO 2341, Clevis pins with heads — Metric series.

1SO 2795, Plain bearings made from sintered material —
Dimensions and tolerances.

ISO 3547, Plain bearings — Wrapped bushes — Dimensions,
tolerances and methods of checking.
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