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THIS BRITISH STANDARD, having been approved by the

Chemicals Industry Standards Committee, was published .
under the authority of the Executive Board on 16 September,

1969.

SBN: 580 05741 0,

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer. .

This standard makes reference to the following British
Standards:

BS 509,  Acetone.

BS 593. Laboratory thermometers.

BS 612,  Nessler cylinders.

BS 658, Apparatus for the determination of distillation

' range (including flasks and receivers).

BS 1470, Wrought aluminium and aluminium alloys for
general engineering purposes. Sheet and strip.

BS 1792, One-mark volumetric flasks,

BS 2511, Determination of water by the Karl Fischer
method.

BS 3591. Industrial methylated spirits.

BS 3978. Water for laboratory use.

BS 4123, Schedule of preferred chemical indicators.

BS 2 L 70. Aluminium-copper-magnesium-silicon-manganese
alloy sheets and strips (solution treated and aged
at room temperature),

British Standards are revised, when necessary, by the issue
either of amendment slips or of vevised editions. It is important
that users of British Standards should ascertain that they are
in possession of the latest amendinents or editions.

The following BST references relate to the work on this standard:
Committee references CICH and CIC[4/6
Draft.for comment 68/8797
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CO-OPERATING ORGANIZATIONS

The Chemicals Industry Standards Committee, under
whose supervision this British Standard was prepared,
consists of representatives from the following Govern-
ment departments and industrial organizations:

Board of Trade
British Steel Industry

*Chemical Industries Association
Department of Health and Social Security
Fertilizer Manufacturers™ Association
Gas Council
Institution of Gas Engineers
National Sulphuric Acid Association -
Royal Institute of Public Health & Hygiene

The industrial organization marked with an asterisk
in the above list, together with the following, was
directly represented on the committee entrusted with
"the preparation of this British Standard?

British Pharmacopoeia Commission

British Plastics Federation

Dyers and Cleaners Research Organization

Fire Extinguishers Trades Association

Institute of Metal Finishing '

Ministry of Defence, Army Department

Ministry of Defence, Navy Department

Ministry of Technology—Laboratory of the Govern-
ment Chemntist

Nu-Swift International Ltd.

Oil and Colour Chemists’ Association

Paintmakers Association of Great Britain

Pharmaceutical Society of Great Britain

Research Association of British Paint, Colour &
Varnish Manufacturers

Royal Institute of Chemistry

Society of Chemical Industry

Society of Motor Manufacturers and Traders Ltd.
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BRITISH STANDARD SPECIFICATION FOR

INHIBITED - 1,1,1-TRICHLOROETHANE

(METHYLCHLOROFORM)

FOREWORD
This British Standard forms one of a series of British Standard specifications
for solvents and allied ‘products. Its preparation has been authorized by
the Chemicals Industry Standards Conunittee.
This standard covers inhibited (stabilized) technical 1,1,1-trichloroethane
suitable for use at room temperature in cleaning processes, as a solvent for
oils, prease, bitumen, etc, Secondary solvents are added to inhibit decom-
position as well as the corrosion of metals, and this has some effect on the
solvent properties of the inhibited material.
NOTE, Attention is drawn to certification facilities offered by BSI; see the back cover of
this standard.
SPECIFICATION
1. SCOPE
This British Standard specifies requirements for inhibited (stabilized), technical
1,1,1-trichloroethane suitable for use at room temperature in cleaning
processes, as a solvent for oils, grease, bitumen, etc.

2. DESCRIPTION

2.1 British Standard 1,1,1-trichloroethane shall be clear, free from un-
dissolved water and from matter in suspension, and shall consist essentially of
1,1,1-trichlorocthane, CCl;.CHs,.

2.2 The inhibitors and impurities shall not materlally increase the toxicity of
the uninhibited 1,1,1-trichloroethane.

3. COLOUR

The colour of the material shall not exceed 15 Hazen units when measured
by the method described in Appendix A or by a suitable instrumental method.

4, RELATIVE DENSITY
The relative density* of the material at any one of the following temperatures
shall be within the appropriate values as shown:

Temperature Relative density
°C min, max.
20/4 1.302 1.323
20/20 1:305 1.327
25/25 1297 1.319

*Ratio of the density of a liquid at a specifled temperature to the density of water at a
specified temperature.
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