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BS 4543 : Part 2 : 1990

Foreword

This Part of BS 4543 has been prepared under the direction
of the Building Services Standards Committee, and deals
with factory-made chimneys intended for dry construction
and for application within a dwelling, with a terminal
assembly designed for exposure to the external
environment.

This Part of BS 4543 specifies requirements for
factory-made chimneys with stainless steel internal and
metal external surfaces, for installation in accordance with
BS 6461 : Part 2, and intended for use with solid fuel fired
appliances. It should be read in conjunction with Part 1
and it supersedes BS 4543 : Part 2 : 1976 which is now
withdrawn. Part 3* of this Standard specifies requirements
for chimneys intended for use with appliances burning oil.

In this revision the temperature of the high temperature
thermal shock test has been increased from 930 °C to

1100 °C. The thermal test cycle has been considerably
modified to enable the thermal performance of the chimney
to be tested before and after the high temperature thermal
shock test. A number of new test criteria have been added
including a check for distortion during testing, and an
additional high temperature thermal shock test to enable
chimneys with bends to be tested.

It is accepted that not every combination of accessories in
any one manufacturer’s range is tested in accordance with
this standard (see figures 1 and 2). However, the ability of
the representative chimney to meet the

requirements as specified is taken as evidence that all such
accessories are fit for purpose when used in accordance
with the manufacturer’s recommendations and are
installed in accordance with BS 6461 : Part 2,

Durability testing does not form part of this standard.

Factory-made chimneys with non-metallic linings are not
covered by this revision and will be considered at a later
date.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

*Revisions of BS 4543 : Part 3 and BS 6461 : Part 2 ﬂom'm e ntS
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Amendment No. 1
published and effective from 15 September 1994
to BS 4543 : Part 2 : 1990

Factory-made chimneys
Part 2. Specification for chimneys with stainless steel flue
linings for use with solid fuel fired appliances

Revised text

Clause 8 Measurement of length and internal diameter
In line 5, delete £ 1.0 mm’ and substitute 1 %.
AMD 8380/September 1994

Clause 12 Draught test

In line 2, delete ‘a temperature of 540 * 10 °C’ and substitute ‘a nominal temperature
of 540 (530 + 20) °C".

AMD 8380/September 1994

Clause 13.1

In line 2, delete ‘flue gas temperature of 540 * 10 °C’ and substitute ‘a nominal flue gas
temperature of 540 (5630 + 20) °C’.

AMD 8380/September 1994

Clause 13.2

In line 2, delete ‘flue gas temperature of 760 * 10 °C’ and substitute ‘a nominal flue gas
temperature of 760 (750 + 20) °C’.

AMD 8380/September 1994

Clause 14 High temperature thermal shock test

In line 2, delete ‘a temperature of 1100 ¥ 20 °C’ and substitute ‘a nominal temperature
of 1100 (1080 + 40) °C’.

AMD 8380/September 1994

Clause 16 Moisture test
In line 5, delete ‘15’ and substitute ‘25,
AMD 8380/September 1994
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Clause 18 Marking

In line 2, delete ‘complying with BS 4781 : Part 1'.
Delete item (e).

AMD 8380/September 1994

Publications referred to
Delete the entry for BS 4781.
AMD 8380/September 1994
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