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Foreword

In order to keep abreast of progress in the industries concerned, British 
Standards are subject to periodical review. Suggestions for improvements will be 
recorded and in due course brought to the notice of the committees charged with 
the revision of the standards to which they refer.
A complete list of British Standards, numbering over 5000, fully indexed and 
with a note of the contents of each, will be found in the British Standards 
Yearbook. The BS Yearbook may be consulted in many public libraries and 
similar institutions.
This British Standard has been prepared under the authority of the Electrical 
Industry Standards Committee, as a result of proposals by the Codes of Practice 
Committee for Electrical Engineering, in view of the increasing use of plastics 
conduits for electrical installations in the United Kingdom and other countries.
Parts 1 and 2 dealt respectively with rigid PVC conduits and fittings in metric 
and inch dimensions. This Part is in close agreement with Part 1 and differs from 
it only in those respects necessary to adopt the requirements of Part 1 to pliable 
rather than rigid conduits. It is thus also in close agreement with the 
requirements of CEE1) Publication 26: “Rigid conduits of polyvinyl chloride for 
electrical installations and their fittings” and with a draft CEE recommendation 
for pliable conduits of self-extinguishing plastics material based on CEE 26 
presently under review.
This Part of this British Standard differs from Parts 1 and 2 as to material in that 
it allows the use of any plastics self-extinguishing materials which meet the 
requirements of the tests specified and is not limited to PVC. The materials are, 
however, still classified according to their behaviour at low temperatures as 
in Part 1.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 14, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.

1) The International Commission on rules for the approval of electrical equipment. Membership 
includes Austria, Belgium, Czechoslovakia, Denmark, Federal Republic of Germany, Finland, 
France, Greece, Hungary, Italy, Netherlands, Norway, Poland, Portugal, Spain, Sweden, 
Switzerland, United Kingdom and Yugoslavia.
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1 Scope
This Part of this British Standard specifies the 
requirements for pliable corrugated, plain and 
reinforced conduits of self-extinguishing plastics 
materials, intended for the protection of cables in 
electrical installations. These conduits are classified 
according to their behaviour at low temperatures.
NOTE 1 For the same nominal outside diameters, the inside 
diameter of such conduits is smaller than the inside diameter of 
rigid PVC conduits of corresponding size manufactured in 
accordance with Part 1 of this standard
NOTE 2 Conduits may be connected by couplers complying with 
the requirements of Standard sheets 2 and 3 of Part 1 of this 
standard.
NOTE 3 Pliable conduits to this standard may not be suitable 
for use in situations in which they would be subjected to 
continuous flexing, e.g. for connection to the moving parts of 
machinery.

2 Definition
For the purposes of this Part of this British 
Standard the following definition applies:

pliable conduits

corrugated, plain or reinforced which may be bent 
by hand without special preparation and without 
the aid of a tool
NOTE While the corrugated type may be bent without 
appreciable force, the plain and reinforced types requires for 
bending the application of a certain force which can, however, 
still be exerted by hand.

3 General requirements
3.1 Conduits shall be so designed and constructed 
that they ensure reliable mechanical protection to 
the cables contained therein, and withstand the 
stresses likely to occur during transport, storage 
and installation.
3.2 Compliance shall be checked by carrying out all 
the tests specified.

4 General conditions for tests
4.1 Tests according to this standard are type tests.
4.2 Unless otherwise specified, the tests shall be 
carried out at an ambient temperature of 20 ± 5 °C.
4.3 Unless otherwise specified, each test shall be 
made on three new samples. A length of 18 m is 
required, the samples for the various tests being 
taken from different places in this length.

4.4 Unless otherwise specified, conduits shall be 
deemed not to comply with this standard if there are 
more failures than that of one sample in any one of 
the tests. If one sample fails in a test, that test and 
those preceding, which may have influenced the 
result of that test, shall be repeated on another set 
of samples of the number specified, all of which shall 
then comply with the repeated tests.
NOTE The applicant, when submitting the first testing length, 
may also submit the additional lengths of conduit which may be 
wanted should one sample fail. The testing station will then, 
without further request, test the additional samples and will only 
reject if a further failure occurs. If the additional testing lengths 
of conduit are not submitted at the same time, a failure of one 
sample will entail a rejection.

5 Classification
Conduits are classified according to their behaviour 
at low temperatures:
Type A. Conduits suitable for installation, storage 
or transport at temperatures not normally 
below – 5 °C.
Type B. Conduits suitable for installation, storage 
or transport at temperatures not normally 
below – 25 °C.

6 Marking
6.1 Each coil of conduit shall have an attached label 
bearing the maker’s name or trade mark, 
immediately followed by a minus sign and the 
number:

5 for conduits of type A
25 for conduits of type B

In addition the tube shall be marked
either – 5 or – 25 as applicable, throughout its 
length at intervals not greater than 3 m.
6.2 Marking shall be indelible and easily legible.
6.3 Compliance with the requirements of 6.1 
and 6.2 shall be checked by inspection and by 
rubbing the marking by hand for 15 s with a piece of 
cloth soaked with water and again for 15 s with a 
piece of cloth soaked with petroleum spirit.
NOTE 1 Marking may be applied by stamping, printing, paper 
stickers or waterslide transfers.
NOTE 2 Attention is drawn to certification facilities offered 
by BSI; see the back cover of this standard.
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7 Dimensions
7.1 Conduits shall comply with the 
Standard sheet 1.
7.2 Compliance shall be checked on three samples, 
each having a length of 3 m by measurement and by 
means of gauges according to the following figures:

Figure 1 for the maximum outside diameter.
Figure 2 for the minimum inside diameter.
Figure 3 for the minimum outside diameter.

In case of doubt with regard to the uniformity of the 
wall thickness of plain conduits, three samples, 
taken from different lengths, shall be cut with a 
saw, a sharp knife or the like, along a plane 
perpendicular to the axis. The wall thickness of each 
cut edge shall be measured at four places as far as 
possible equally spaced around the circumference, 
one of the measurements being made at the 
thinnest place.
In no case shall the difference between the value 
measured and the average of the twelve values 
obtained from the three samples, 
exceed 0.1 mm + 10 % of the average value.

8 Construction
8.1 Conduits shall be manufactured from
self-extinguishing plastics materials.
8.1.1 Compliance shall be checked by the tests of 
Clause 11.
8.2 The inside and outside surfaces of conduits shall 
be smooth and free from burrs, flash and similar 
defects.
NOTE This does not preclude the corrugate form of 
construction.

8.2.1 Compliance shall be checked by inspection.

9 Mechanical properties
9.1 Conduits shall have adequate mechanical 
strength. Conduits, when bent or compressed, or 
exposed to impacts or extreme temperatures, either 
during or after installation, shall show no cracks 
and shall not be deformed to such an extent that 
introduction of the cables becomes difficult, or that 
the cables are likely to be damaged while being 
drawn in.
9.1.1 Compliance shall be checked by the relevant 
tests of 9.2 to 9.4.
9.2 Three samples of conduit, each 200 mm long, 
shall be subjected to a compression test in the 
manner shown in Figure 4.
Before the test, the outside diameter of the samples 
shall be measured and they shall then be 
conditioned at a temperature of 20 ± 1 °C for at 
least 10 h.

Immediately after the conclusion of the conditioning 
period, the samples shall be positioned on a flat steel 
support, and a steel intermediate piece, as shown in 
Figure 4, shall be placed on the middle of the 
sample. The test shall then be made in accordance 
with 9.2.1.
9.2.1 A slowly increasing force shall be applied to 
the intermediate piece in such a way that a total 
force of 450 N is exerted after 30 s.
After the full force has been applied for 1 min, the 
outside diameter of the sample shall be measured 
where flattening has taken place, without removing 
the force. The difference between the initial 
diameter and the diameter of the flattened sample 
shall not exceed 25 % of the outside diameter 
measured before the test.
The force and the intermediate piece shall then be 
removed and, 1 min after removal, the outside 
diameter of the sample where it has been flattened, 
shall be again measured. The difference between 
the initial diameter and the diameter of the 
flattened sample shall then not exceed 10 % of the 
outside diameter measured before the test.
If the test is not made at the conditioning 
temperature, the measurements shall be completed 
within 5 min after removal of the samples from the 
conditioning atmosphere.
After the test the sample shall show no cracks 
visible to the naked eye.
9.3 Twelve samples of conduit, each 200 mm long, 
shall be subjected to an impact test by means of the 
apparatus shown in Figure 5.
Before the test, the samples shall be conditioned at 
a temperature of 60 ± 2 °C for 10 days (240 h). The 
test apparatus shall then be placed on a pad of 
sponge rubber, 40 mm thick, and these, together 
with the samples, shall be placed in a refrigerator, 
the temperature within which is maintained at:

– 5 ± 1 °C for conduits of type A
– 25 ± 1 °C for conduits of type B

When the samples have attained the temperature of 
the air within the refrigerator, or after 2 h, 
whichever is the longer period, each sample shall be 
in turn placed in position on the steel base as shown 
in Figure 5, and the hammer, which has a mass 
of 1 kg, shall be allowed to fall from a height 
of 200 mm.
After the test, them shall be no sign of 
disintegration, neither shall there be any crack 
visible to the naked eye in at least nine of the 
samples.
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