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AMD 991

Amendment Slip No. 1, published 28 July, 1972
to BS 4613 : Part 1 : 1971
Tyre pressure gauges
Part 1. Indicating bar portable type

Revised text

Title. On the cover, title page and page 5, delete ‘bar’ from the title of Part 1 and
substitute ‘plunger’.

Contents. In the title to Fig. 1 delete ‘bar® and substitute ‘plunger”’.
Foreword. Delete the existing text and substitute the following:

‘This British Standard for indicating plunger portable type tyre pressure
gauges has been prepared under the authority of the Instrument Industry
Standards Committee. It is one of a series of parts of a standard dealing with
various types of tyre pressure gauges. Part 2 deals with dial portablé gauges,
Part 3 with gauges incorporated in inflation apparatus.

In preparing this standard, particular consideration has been given to the
choice of metric units for expressing pressure, especially with regard to the
marking of scales of pressure gauges. Of the two metric units, bar* and kilonewton
per square metre, the former is more widely used at the present time. The standard
has accordingly becn issued in terms of the bar, but does not preclude the use,
if so desired, of the kilonewton per square metre. The question of the unit to
be preferred will be reviewed in the light of subsequent international agreements.
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NOTE 1. For export purposes it is recognized that it may be necessary to use metric technical

units, i.e. pressure measurements in units of kgf/cm? and provision is accordingly made for
this.

NOTE 2. Information concerning units is given in BS 350, ‘Conversion factors and tables’
and BS 3763, ‘The International System of Units (S1)".

Add the following footnote:

‘*l bar = 105 N/m2? = 100 kN/m2 = 1-02 kgf/cm? = 14-5 Ibf/in?’
Clauses 1, 4.1.1, 4.1.2, 4.2.1, 4.2.2, 8.5, 9.1.1, 9.1.2. In all these clauses, dclete
‘indicating bar’, and substitute ‘indicating piunger’.

Clause 9.3 Shock test. Delete ‘bar’® in the three places where it occurs and
substitutc ‘plunger’.

Fig. 1. Indicating bar type gauge. In the title of this figure dclete *bar’ and
substitute ‘plunger’,
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