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Tais BRITISH STANDARD, having been approved by the
Plastics Industry Standards Committee, was published
under the authority of the Executive Board on 30 November,
1970.

© British Standards Institution, 1970.
SBN: 580 06454 9

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the neces-
sary provisions of a contract.

In order to keep abreast of progress in the industries con-
cerned, British Standards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged
with the revision of the standards o which they refer,

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will
be found in the British Standards Yearbook, price £1. The
BS Yearbook may be consulted in many public libraries
and similar institutions,

This standard makes reference to the following British
Standards:

BS 572. Interchangeable conical ground glass joints.

BS 1792. One-mark volumetric flasks.

BS 2782. Methods of testing plastics.

BS 3412. Polythene materials for moulding and extrusion,
BS 4645. High density polythened rod for general purposes.

British Standards are revised, when necessary, by the issue
either of amendment slips or of revised editions. It is
important that users of British Standards should ascertain
that they are in possession of the latest amendments or
editions.

The following BSI references relate to the work on this standard:
Committee references PLC/9 and PLC/9/3
Draft for comment 67/29599
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CO-OPERATING ORGANIZATIONS

The Plastics Industry Standards Committee, under whose supervision
this British Standard was prepared, consists of representatives from
the following Government departments and scientific and industrial
organizations :

Board of Trade
British Electrical and Allied Manufacturers’ Association
*British Plastics Federation
Electrical Research Association
*Engineering Equipment Users’ Association
*Ministry of Defence, Army Department
*Ministry of Defence, Navy Department
*Ministry of Public Building and Works, Building Research Station
Ministry of Technology
*Qil Companies Materials Association
Plastics Institute
Post Office
*Royal Institute of British Architects
Royal Institute of Public Health and Hygiene
Rubber and Plastics Research Association of Great Britain
Society of Motor Manufacturers and Traders Ltd.
Surface Coating Synthetic Resin Manufacturers’ Association

The Government departments and scientific and industrial organiza-
tions marked with an asterisk in the above list, together with the
following, were directly represented on the commitice entrusted
with the preparation of this British Standard :

Agrément Board

Associated Master Plumbers and Domestic Engineers

Asiogiation of Industrialized Building Component Manufacturers
td.

Association of Public Health Inspectors

British Chemical Plant Manufacturers’ Association

British Mechanical Rubber Manufacturers’ Association

British Rubber Manufacturers’ Association Lid.

British Waterworks Association

Chemical Industries Association .

Copper Tube Fittings Manufacturers’ Association

Dairy Engineers’ Association

Food Manufacturers’ Federation (Inc.)

Gas Council

Gas List Tube Association

Greater London Council

Institute of Brewing

Institute of Plumbing

Institution of Civil Engineers

Institution of Municipal Engineers

Institution of Public Health Engineers

Institution of Water Engineers

Lloyd’s Register of Shipping

Milk Distributive Council

Ministry of Agriculture, Fisheries and Food

Ministry of Housing and Local Government

Ministry of Public Building and Works

National Coal Board

National Federation of Plumbers and Domestic Heating Engineers

National Institute for Research in Dairying

Plastic Pipe Manufacturers’ Sociely

Royal Society for the Promotion of Health

Society of Builders' Merchants

Water Companjes’ Association

Water Research Association
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BRITISH STANDARD SPECIFICATION FOR
HIGH DENSITY
POLYTHENE SHEET
FOR GENERAL PURPOSES

FOREWORD

This British Standard has been prepared under the authority of the Plastics
Industry Standards Committee to meet the needs of industry for polythene
sheet for use in welded fabrications incorporating high density polythene pipe
(BS 3284* and BS 3796%) and high density polythene rod (BS 46451), and for
other purposes. It is based on a draft prepared by the British Plastics
Federation.

Dimensions are expressed in metric units but to avoid possible confusion
during the period of transition to full metric thinking it has been decided
that the nominal thickness should be designated by using the nominal size
corresponding to the fractional inch value.

A specification for low and intermediate density polythene sheet is provided
in BS 30128.

Throughout this standard the name ° polythene ’ is used. It should be noted
that this name is equivalent to the name ¢ polyethylene ’,

* BS 3284, ‘Polythene pipe (Type 50) for cold water services’.

1 BS 3796, ‘Polythene pipe (Type 710) for general purpose’.

I BS 4645, ‘High density polythene rod for general purposes’.

§ BS 3012, ‘Low and intermediate density polythene sheet for general purposes’.
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