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Foreword

This Part of this British Standard has been prepared under
the authority of the Mechanical Engineering Industry
Standards Committee. It has been developed following
consideration of an initial proposal prepared by the
Machine Tool Trades Association for the revision of

BS 3538 : 1962 ‘Hobbing machines for general purposes’.
In addition consideration has been given to the revision
of the standard for precision gear hobbing machines,

BS 3013 : 1958 ‘Gear hobbing machines for small
precision gears’. As a result both of the standards
referred to above have been incorporated in this one
document and designated general purpose, and high
precision ranges respectively. BS 3538 : 1962 and

BS 3013 : 1958 are now withdrawn. The format of the
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standard has been revised to accord with that now used

for the general series of standards dealing with machine
tool tests known as the BS 4656 series.

This standard covers high production rate machines as used
by the motor industry for instance, and also precision
machines which usually have a lower rate of production.
Machines may have single or multistart worms. It has not
been considered necessary to make special provision with
regard to accuracy requirements for multistart worms.

With regard to the accuracy of the vertical feed screw for
machines which have this feature, it has been decided not
to include any specific tests as the production of a test gear
at the practical test stage will indicate whether there are
any errors arising from the feed screw.
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British Standard Specification

BS 4656 : Part 19 : 1976

The accuracy of machine tools

and methods of test

Part 19. Gear hobbing machines

1. Scope

This Part of this British Standard describes, with reference
to BS 3800 (based on ISO/R 230), both geometrical and
practical tests, with the permissible deviations which apply,
for high accuracy and normal accuracy hobbing machines,
with a table diameter of up to 1000 mm, for the production
of external and internal spur and helical gears, worm gears
and splined shafts.

It deals only with the verification of accuracy of the
machine and does not apply to the testing of the running
of the machine (vibrations, abnormal noises, stick-slip
motion of components etc.), or to machine characteristics
(speeds, feed etc.) which should generally be checked
before testing accuracy.

2. References

The titles of the British Standards and ISO Recommenda-
tion referred to in this standard are listed on the inside
back cover.

3. Application of test methods

3.1 In applying the tests detailed in table 3, reference
should be made to BS 3800, especially concerning the
installation of the machine before testing, warming up
spindles and other moving parts, the description of
measuring methods and the recommended accuracy of
testing equipment. Levelling of the machine should be
carried out in accordance with the manufacturer’s
instructions before testing accuracy.

3.2 The tests may be applied in any order that is practi-
cable and that makes for ease of mounting of instruments
or gauging. The sequence in which the geometrical tests are
listed in table 3 is related to the sub-assemblies of the
machine and it is not intended to impose the practical order
in which the tests are to be made.

3.3 When inspecting a gear hobbing machine, it is necessary
to carry out all the tests described in this standard where
applicable.

3.4 When establishing the tolerance for a measuring range
different from that given in this standard (see 2.311 in

BS 3800 : 1964), it should be taken into consideration that
the minimum value of tolerance is 0.001 mm.

4. Abbreviations

For the purposes of this standard, various methods of
expressing permissible deviations are employed, each having
a particular type of application. The methods employed are
as follows.

——

This type of expression applies to deviations
of perpendicularity that are ratios.
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——— for any This type of expression applies to deviations

length of —— of straightness and parallelism, and is used in
fact for local permissible deviations, the
measurement length being obligatory.

——— per ———This type of expression applies to deviations
of straightness and parallelism, and is used
to recommend a measurement length, but in
this case the proportionality rule comes into
operation if the measurement length differs
from that indicated.

5. Diagrams

For reasons of simplicity, the diagrams in this standard
illustrate only one type of machine.

6. Practical tests

6.1 Practical tests. The object of this test is to verify the
geometry of the machine by cutting a test piece under
lightly loaded conditions.

6.1.1 A test spur gear shall be cut for one specified
direction of rotation of the table or work spindle and
measured for pitch and tooth alignment errors.

If cutting in both directions is required, this is subject to
special arrangement between the purchaser and the
manufacturer.

6.1.2 If the machine is required for cutting helical gears,

an additional test gear with helical teeth shall be cut for one
specified direction of rotation and measured for helix
angle, lead, or axial pitch.

If cutting in both directions is required, this is subject to
special arrangements between the purchaser and the
manufacturer.

6.1.3 The diameter of the test gear shall be equivalent to at
least 80 %, unless otherwise agreed, of the capacity of the
machine and the face width of the test gear blank shall be
equivalent to at least 20 % of the capacity of the machine
for width.

6.1.4 For normal accuracy machines test gears shall
comply with the following requirements of BS 436 :
Part 2.

Adjacent and cumulative pitch tolerance: Grade 6,
BS 436 : Part 2

2.5/ /+ 6.3 ym where / is any selected length of arc
(in millimetres) less than md/2.

Alignment of teeth tolerance: Grade 7, BS 436 : Part 2
1.25v/ b + 6.3 ym
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Tolerances on tooth alignment are related to a proportion
or to the whole of the face width b (in millimetres) of the
gear and apply up to a maximum of b = 150 mm.

NOTE 1. There is only limited data available on which to base

tolerances for gears of greater face width than 150 mm, for which
(as with all gears) the ultimate test is accuracy of meshing.

The above formulae are taken from BS 436 : Part 2_.

NOTE 2. Tolerances for undulations that may occur in the lead are
subject to agreement between the purchaser and the manufacturer.

6.1.5 For high precision machines test gears shall comply
with the following requirements of BS 436 : Part 2.

Adjacent and cumulative pitch tolerance: Grade 4,
BS 436 : Part 2

1.0/ /+ 2.5 ym

Alignment of teeth tolerance: Grade 5, BS 436 : Part 2
0.80v/ b + 4.0 ym

See notes 1 and 2 to 6.1.4.

6.1.6 The manufacturer shall select the test gear material,
cutter and cutting data in such a manner that the surface
texture generated is satisfactory for measuring purposes.
The test gear shall, at the discretion of the manufacturer,
be produced employing light finishing cuts.

For normal accuracy machines it is recommended that a
hob complying with the requirements of grade A of

BS 2062 (or suitable metric equivalent) should be used to
cut test gears.

For machines where the lead errors of the hob are directly
reproduced on the test gear and also high precision
machines a hob complying with the requirements of grade
AA of BS 2062 (or suitable metric equivalent) should be
used.

6.1.7 The accuracy of the test gear blank shall be
consistent with the grade of gear as specified in BS 436 :
Part 2 and as reproduced in table 1.

Table 1. Tolerances on test gear blanks

All values in micrometres except tip diameter d in millimetres.

High accuracy Normal accuracy
Grade machines machines
4 6
Bore size tolerance® T4t IT6
Shaft size tolerance™ | T4t IT5
Radial runout of
tip cylinder
Radial runout of
reference surface 0.0ld,+5 0.016d,+10
Axial runout of
reference surface
Blank diameter IT7 IT8

“Where the tip cylinder (blank diameter) is used as a datum for a
checking instrument.

T“e IT values are the international agreed fundamental
erances of BS 4500, to which reference should be made.
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6.2 Production capability or heavy cutting practical test
(optional)

6.2.1 Subject to special agreement between the manufac-
turer and the user, this test may be carried out on machines
that have table diameters of up to 400 mm and that are
capable of manufacturing helical gears. This test may be
additional to or in place of the practical test specified in
6.1.

The object of this particular test is to standardize on
sufficient features of the production test gear as to be able
to give a guide to the machine’s production capability
under normal production conditions.

This test provides for two classes of rigidity which are not

related to the two classes of accuracy catered for in the
geometrical tests in table 3.

The capability of the machine may be assessed from the
cutting data supplied by the manufacturer for the machine
to produce a test gear of a specified accuracy of lead of
helix.

Subject to agreement between the manufacturer and the
user the size of the production test gear shall be selected
from table 2.

If no specific size is proposed then the test gear diameter
nearest to 50 % of the machine’s capacity shall be used.

Table 2. Data for production test gear

All dimensions in millimetres.

Approx. diameter Module Face width Helix angle
75 2 35 35°
150 3 50 30°
220 3 50 25°

6.2.2 The production test gear shall be manufactured from
a case hardening steel of a quality equivalent to steel
637M17 or 080M15 complying with the requirements of
BS 970 : Part 3.

6.2.3 The production test gear shall be cut with a single
start hob complying with BS 2062 or a suitable metric
equivalent.

For normal accuracy machines it is recommended that a
Grade A hob (or suitable metric equivalent) should be used
to cut the test gear.

For machines where the lead errors of the hob are directly
reproduced on the test gear and also high precision
machines a Grade AA hob should be used.

6.2.4 The manufacturer shall issue information on the
spe'ed of hob and rate of feed under which the production
capability test was carried out together with any other
information which is considered relevant.

6.2.5 The error of the lead of tooth helix of the production

test gear shall not exceed a figure calculated from the
following formula:

Either 2+/ b + 10 ym or 1.25+/ b + 6.3 pm where b is
the face width.
The mean permissible deviation in the lead of tooth helix

shall be calculated by averaging the error of four teeth
equispaced around the gear. The measurements shall be

made in the transverse plane and undulations mmments

shall be ignored when assessing the t'ace
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