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Foreword
This revision of this British Standard has been prepared requirements for protective footwear and section three with
under the direction of the Personal Safety Equipment requirements for high leg foundry footwear which is
Standards Committee. This standard embodies the findings intended for use without gaiters.
of the Lower Leg Protection Sub-Committee of the Joint Changes in section one provide for improved fitting
Standing Committee on Health, Safety and Welfare in characteristics, giving greater protection to the lower leg
Foundries™ relating to the construction and dimensions of and minimizing the risk of entry of molten metal at the top
gaiters. This standard has been revised to take account of of the gaiter, and additional requirements to lessen the risk
improvements, since the first publication, in 1971, in the of creating a tripping hazard due to the flare swivelling.

performance of safety footwear and, so far as possible,
has been aligned with BS 1870 : Part 1. This revision of
this standard supersedes BS 4676 : 1971, which is
withdrawn.

Section three is new in this edition.

Certification. This British Standard provides for products
which relate to personal safety. Manufacturers and
purchasers are urged to make use of the certification

The specification is divided into three sections. Section one facilities described on the inside back cover of this standard.

deals with the requirements for gaiters, section two with the
Compliance with a British Standard does not of itself
confer immunity from legal okligations.

* Now the Foundries Industry Advisory Committee, established under the Health and Safety at Work etc. Act, 1874. Docu ments
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AMD 8863

Amendment No. 1
published and effective from 15 November 1995
to BS 4676 : 1983

Specification for gaiters and footwear for protection against
burns and impact risks in foundries

Revised text

Foreword
In paragraph 1, line 10, delete ‘BS 1870 : Part 1’ and substitute ‘BS EN 344’.
AMD 8863/November 1995

Clause 4.1 Leather
In item (a), line 2, insert ‘method 4 of’ before ‘BS 1309’

In item (d), lines 2 and 3, delete ‘the method described in’ and substitute
‘method 16 of’.

AMD 8863/November 1995

Clause 10.1.1 Safety toecap
Deletle the clause and substitute the following.

10.1.1 Safety toecap. A safety toecap meeting the corrosion requirements described
in A.1.2 of BS EN 344 : 1993 shall be used.

AMD 8863/November 1995

Clause 10.2.1 Quality

Delete sentence 2 and substitute the following.

When tested in accordance with method 8 of BS 1309 : 1974, the leather shall contain
not less than 4 % (m/m) of chromium(IIIl) oxide (CryO3) based on the dry, fat-free
leather.

AMD 8863/November 1995

Clause 109
Delete the clause and substitute ‘10.9 Text deleted.’
AMD 8863/November 1995
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Clause 11.1 Impact resistance
Delete the clause and substitute the following.
11.1 Toe protection

11.1.1 Impact protection. When tested in accordance with 5.3 of BS EN 344 : 1993 at
an energy level of 200 J ¥4 J, the clearance under the toecap at the moment of
impact shall be not less than the appropriate value given in table 4 of

BS EN 344 : 1993. In addition, the toecap shall not develop any cracks on the test axis
which penetrate the material, i.e. through which light can be seen. A pair of the
largest, smallest and a middle size of the footwear shall be tested and each separate
item of footwear shall meet the requirements.

11.1.2 Compression resistance. When tested in accordance with 5.4 of

BS EN 344 : 1993 at a compression load of 15 % 0.1 kN, the clearance under the toecap
shall be not less than the appropriate value given in table 4 of BS EN 344 : 1993. A
pair of the largest, smallest and a middle size of the footwear shall be tested and
each separate item of footwear shall meet the requirements.

AMD 8863/November 1995

Clause 11.3 Resistance to hot contact
Delete the clause and substitute the following.

11.3 Resistance to hot contact. Soling materials shall comply with 4.8.8 of
BS EN 344 : 1993.

AMD 8863/November 1995

Clause 114 Oil resistance of outsole
Delete the clause and substitute the following.

11.4 Oil resistance of outsole. If an oil resistant outsole is required, the material
from which the outsole is made shall comply with 4.8.9 of BS EN 344 : 1993.

AMD 8863/November 1995

Clause 11.5 Protective midsole
Delete the clause and substitute the following.

11.5 Protective midsole. If a protective midsole is required, the requirements
specified in 4.3.3.1, 4.3.3.2.1, 4.3.3.2.2, B.1.2 and B.1.3 of BS EN 344 : 1993 shall be
met. A pair of the largest, smallest and a middle size of the footwear shall be tested
and each separate item of footwear shall meet the requirements.

AMD 8863/November 1995

Clause 17.3 Oil resistance of outsole
Delete the clause and substitute the following.

17.3 Oil resistance of outsole. If an oil resistant outsole is required, the material
from which the outsole is made shall comply with 4.8.9 of BS EN 344 : 1993".

AMD 8863/November 1995

Clause 17.4 Protective midsole
Delete the clause and substitute the following.

17.4 Protective midsole. If a protective midsole is required, the requirements
specified in 4.3.3.1, 4.3.3.2.1, 4.3.3.2.2, B.1.2 and B.1.3 of BS EN 344 : 1993 shall be
met. A pair of the largest, smallest and a middle size of the footwear shall be tested
and each separate item of footwear shall meet the requirements.

AMD 8863/November 1_99§ __________________________ DQc_um e nts
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