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BS 4721 : 1971

Tuis BRITISH STANDARD, having been approved by the
" Cement;- Lime and: Gypsum Products Industry Standards
_ Committee, - was published under the authority of the
_“Executive Board on 31 March, 1971

" @Biitish Standards Institution; 1971.

- SBN: 580 06049 7.

_._.r.m Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

In order to keep abreast of progress in the industries
concerned, British Stundards are subject to periodical review.
Suggestions for improvements will be recorded and in due
course brought to the notice of the committees charged with
the revision of the standards to which they refer.

This standard makes reference to the following British

Standards.

BS 12.
BS 850.
BS 1014,
BS 1195.
BS 1200.

BS 3148.
BS 4551.

Portland cement (ordinary and rapid-hardening).
Building limes.

Pigments for cement, magnesium oxychloride and
concrete.

Sands for external renderings; internal plastering
with lime and Portland cement and floor screeds.
Sands for mortar for plain and reinforced brick-
work; blockwalling and masonry.

Tests for water for making concrete.

Methods of testing mortars and specification for
morlar testing sand.

British Standards are revised, when necessary, by the issue
either of amendmens slips or of revised editions. It is important
that users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

‘Thie following BSI references relate to the work on this standard:
Committee reference CEB/14/2, Draft for comment 69/32835.
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