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BS 473,550 : 1971

Tuis BRriTIsd STANDARD, having been approved by the
Cement, Lime and Gypsum Products Industry Standards
Committee, was published under the authority of the Execu-
tive Board on 19th April, 1971,

© British Standards Institution, 1971.

BS 473. First published, December, 1932.
First revision, December, 1944,
Second revision, February, 1956.
Third revision, September, 1967,
BS 550, First published, April, 1934.
First revision, October, 1945,
Second revision, February, 1956.
Third revision, September, 1967.
Published in metric form as BS 473,550 Part 2,
April, 1971,

SBN: 580 06530 8

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

A complete list of British Standards, numbering over 9,000,
fully indexed and with a note of the contents of each, will be
found in the BSI Catalogue which may be purchased from
BSI Sales Department. The Catalogue may be consulted in
many public libraries and similar institutions.

This standard makes reference to the following British

Standards:

BS 12, Portland cement (ordinary and rapid-hardening).

BS 410.  Test sieves,

BS 1014, Pigments for cement, magnesium oxychloride and
concrete,

CP 142.  Slating and tiling, Part 2, Metric units.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of the latest amendments or editions.

The following BSI references relate to the work on this standard:
. Committee reference CEB/6/2 Draft for comment 70/20994
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CO-OPERATING ORGANIZATIONS

The Cement, Lime and Gypsum Products Industry
Standards Committee, under whose supervision this
British Standard was prepared, consists of representa-
tives from the following Government departments and
scientific and industrial organizations:

Association of Consulting Engineers
*British Precast Concrete Federation
*British Quarrying and Slag Federation
*British Railways Board

British Ready Mixed Concrete Association

British Steel Industry

Cement and Concrete Association
*Cement Makers® Federation

Chalk Quarrying Association

Chemical Industries Association
*Concrete Society Ltd.

Federation of Civil Engineering Contractors
*Greater London Council '

Gypsum Products Development Association
*Institution of Civil Engineers
*Institution of Municipal Engineers
*Institution of Structural Engineers

Institution of Water Engineers

Ministry of Housing and Local Government
*Ministry of Public Building and Works
*Ministry of Public Building and Works-—Building Research

Station

Ministry of Transport

National Federation of Building Trades Employers
*Royal Institution of Chartered Surveyors
*Sand and Gravel Association of Great Britain
*Society of Chemical Industry
*Welwyn Hall Research Association

The scientific and industrial organizations marked
with an asterisk in the above list, together with the
following, were directly represented on the committee
entrusted with the preparation of this British Standard:
Association of Municipal Corporations

Federation of Building Block Manufacturers

Modular Society

National Federation of Roofing Contractors

Royal Institute of British Architects
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BRITISH STANDARD SPECIFICATION FOR
CONCRETE ROOFING TILES
AND FITTINGS

FOREWORD

zolsatgl»;:;t;isgl This metric edition of BS 473,550 has been prepared under the authority of the
Cement, Lime and Gypsum Products Industry Standards Committee as part of
the change to the metric system in the construction industry, giving values in
terms of SI Units, For further information on SI units, reference should be
made to PD 5686, ‘The use of ST units’.

The standard was originally published as two separate standards, BS 473,
‘Concrete plain roofing tiles’, and BS 550, ‘Concrete interlocking roofing tiles’,
These two standards were revised and amalgamated in 1967. This edition is
virtually the same as the 1967 publication, but with metric units. In the
preparation of the metric version careful consideration has been given to the
need for dimensional co-ordination. The sizes of tiles given in this British
Standard satisfy the requirements of buildings designed in accordance with the
controlling reference system given in BS 4330*, For further information on the
co-ordination of dimensions in building, reference should be made to BS 2900,
BS 4011, PD 6444 and DD 22+,

It should be noted that all sizes given are typical and that this British
Standard does not inhibit the manufacture of other sizes.

The standard specifies the quality of the tiles as a unit from the point of
view of strength, impermeability and durability. Experience has shown that
tiles complying with the permeability requirements are resistant to frost. The
design of the tile in relation to the exclusion of rain and snow depends also
upon the pitch of the roof, the lap of the tiles, the use or non-use of felt or
boarding, and the locality and exposure. The recommendations of
manufacturers and of BS 55341 should be followed in this connection.

* §S 4330, ‘Recommendations for the co-ordination of dimensions in building, Controlling
dimensions’.
+ *Recommendations for the co-ordination of dimensions in building’.

BS 2900, ‘Glossary of terms’,

BS 4011, ‘Basic sizes for building components and assemblies’.

PD 6444, ‘Basic spaces for structure, external envelope and internal sub-division’

Part 1, ‘(Functional groups 1, 2 and 3)’.
DD 22, ‘Recommendations for the co-ordination of dimensions in building, Tolerances and fits
for building. The calculation of work sizes and joint clearances for building components’.

1 BS 5534, ‘Code of practice for slating and tiling’ Part 1, ‘Design’.
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