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BS 4756 : 1971

THis BriTish STANDARD, having been approved by the
Pigments, Paints and Varnishes Industry Standards Com-
mittee, was published under the authority of the Executive
Board on 31 August, 1971.

> British Standards Institution, 1971.
SBN: 580 06733 5

The Institution desires to call attention to the fact that this
British Standard does not purport to include all the necessary
provisions of a contract.

A complete list of British Standards, numbering over 5000,
fully indexed and with a note of the contents of each, will be
found in the British Standards Yearbook. The
BS Yearbook may be consulted in many public libraries and
similar institutions.

" This standard makes reference to the following Brmsh
Standards:
BS 242, 243, 259. Linseed oil.
BS 245. White spirit.
BS 388. Aluminium flake pigment (powder and paste) for
paints. ‘
BS 3%91. Tung oil.
BS 75‘75-27 Undercoating and finishing paints for protec-
tive purposes (white lead-based).
BS 3900. Methods of test for paints.
Part Al. Sampling.
Part A3. Standard panels for paint testing.
Part A6. Determination of flow time.
Part A8. Danger classification by flashpoint (closed cup
method).
Part Bl. Determination of water by the Dean and Stark
method.
Part E1. Bend test (cylindrical mandrel).

BS 4725. Linseed stand oils.

British Standards are revised, when necessary, by the issue either
of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in
possession of tie latest amendments or editions.

The following BSI references relate to the work on this standard:
Comniittec reference PVC/18. Draft for comment 68/23204
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