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Foreword

This Part of this British Standard has been prepared under
the direction of the Printing, Stationery and Allied Trades
Standards Committee at the request of the manufacturers
and users of self-adhesive plastics labels.

Part 1 specifies requirements and methods of test for
general purpose labels for use in temperate conditions. This
Part is designed to provide criteria for labels that will be
suitable for use in more stringent conditions. A variety of
tests is included and it is essential that those who use this
standard should select only those tests that apply to the
particular requirement and should state the Type designa-
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tion or designations as specified in this standard. It is hoped
that the widespread adoption of this standard will remove
the problems that at present arise from the existence of a
large number of different commercial specifications designed
for very similar conditions of use.

The fullest cooperation among those engaged in the various
stages of label manufacture is necessary to ensure compati-
bility of the materials used. For example, it is essential for

the printer to know what base material is used in order for

him to obtain and use a suitable ink.
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British Standard Specification for

Self-adhesive plastics labels for permanent use

Part 2. Requirements for stringent conditions

Specification

1. Scope

This Part of this British Standard specifies requirements for
plastics labels designed for permanent adhesion to compat-
ible surfaces in special conditions of heat, cold, humid heat,
or abrasion, or in the presence of olls, greases, detergents or
other chemicals,

2. References

The titles of the standards publications referred to in this
standard are listed on page 6.

3. Definitions

For the purposes of this Part of this British Standard the
definitions in Part 1 apply.

4. General

To comply with this Part of this British Standard all labels
shall comply with Part 1 and shall in addition comply with
one or more of clauses 8 to 11 as agreed between
manufacturer and user,

5. Methods of test

5.1 Dimensional stability. The dimensions of applied labels
shall not alter by more than +0 %, ~1 % when tested by the
method described in appendix A.

6.2 Adhesion. When tested by the method described In
appendix B, initial adhesion values shall be not less than
7.3 N/25 mm (760 gf/26 mm) width and conditioned
adhesion values not less than 12,2 N/26 mm

(1250 gf/25 mm) width.

6.3 Colour fastness, Colour fastness 'shall be not less than
Grade 3 of the grey scale described in BS 2662, when
compared with an untreated sample.

6.4 Permanence of legend. Permanence of legend shall be
tested by the method described in the first paragraph of
C.2 of BS 3955 : Part 1 : 1965, but using a weight agreed
between manufacturer and user and the substrates specified
in the appropriate paragraphs below, In this standard.

6. Raesistance to heat (continuous and variable)

6.1 Designation. Labels that comply with this clause shal!
be designated Type 1, Type 2, Type 3, Type 4 or Type 5, in
accordance with table 1.

6.2 Test specimens. Test specimens, prepared in accordance
with appendix A for dimensional stabllity, colour fastness
and permanence of legend, and in accordance with
appendix 8 for adhesion, shall be tested for resistance io
heat in accordance with table 1,

6.3 Tests. At the end of the test period the test specimens
shall be conditioned in accordance with B.4 (a). They shall
then pass the tests {see clause 5) for:

{a) dimensional stability;
(b} adhesion;
{c) colour fastness;

{d) permanence of legend, using as substrate dry film
conditioned in accordanca with table 1.

£

7. Resistance to cold

7.1 Designation. Labels that comply with this clause shall
be designated Type 6 or Type 7, in accordance with table 1.

7.2 Test specimens. Test specimens, prepared In accordance
with appendix A for dimensional stability, colour fastness
and permanence of legend, and in accordance with
appendix B for adhesion, shall be conditioned in accordance
with B.4 (b). -

7.3 Tests. The test specimens shall be tested for resistance
to cold in accordance with table 1. At the end of the test
period the test specimens shall be conditioned in accordance
with B.4 (b). They shall then pass the tests (see clause 5)
for:

(a) dimensional stability;
(b} adhesion;
{c) colour fastness;

(d) permanence of legend, using as substrate dry film
tested In accordance with table 1.

8. Resistance to humid heat

8.1 Daesignation. Labels that comply with this clause shall
be designated Type 8.

8.2 Test specimens. Test specimens, prepared in accordance
with appendix A for dimensional stability, colour fastness
and permanence of fegend, and in accordance with
appendix B for adhesion, shall be conditioned in accordance
with B.4 (b},

8.3 Tests. The test specimens shall be tested for resistance
to humid heat in accordance with BS 3900 ; Part F2 for

7 days. At the end of the test period the test specimens
shall be removed from the test atmosphere, carefully dried
and conditioned in accordance with B.4 (a). They shall then
pass the tests {see clause 6) for:

(a) dimensional stability;

(b) adhesion;

{c) colour fastness;

{d) permanence of legend, using as substrate film tested

In accordance with BS 3900 : Part Fbocu ments
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