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Specification for

Control switches (switching devices,
P including contactor relays, for control and auxiliary
| circuits, for voltages up to and including
1000V ac.and 1200 V d.c) |

Part 2. Special requirements for specific types of control sWitches
Section 2.20 Position switches with positive opening operation

Spécification des auxiliaires de commande (appareils de connexion, y compris les contacteurs
auxiliaires, pour des circuits de commande et des circuits auxiliaires, pour les tensions inférieures
et égales & 1000 V en courant alternatif et 1200 V en courant continu)

Partie 2. Prescriptions particuliéres pour des types déterminés d‘auxiliaires de commande
Section 2.20 Interrupteurs de position 3 manoeuvre positive d’ouverture

. Spezifikation fiir Hilfsstromschalter (Schalter, einschlieBlich Hilfsschiitze, fiir Steuer- und Hilfsstromkreise,
fiir Spannungen bis und einschlieBlich 1000 V Wechselstrom und 1200 V Gleichstrom)
Teil 2. Sonderanforderungen fiir besondere Arten von Hilfsstromschaltern
Abschnitt 2.20 Stellungsschalter mit positiver Ausschaltbetétigung
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Foreword

This British Standard has been prepared under the direction of the Power Electrical Engineering Standards Committee,
It specifies special requirements for position switches with positive opening operation to supplement the general require-
ments for control switches in Part 1 of BS 4794,

Sections 2.1 to 2.6 of Part 2 of BS 4794 have already been published as dual-numbered equivalents of Sections 1 to 6

of Part 2 of IEC Publication 337, published by the International Electrotechnical Commission (IEC). No special require- .
ments for position switches with positive opening operation have been published by IEC, but it is intended to propose
this specification for consideration by IEC for publication as an international standard. This British Standard has
therefore been written in the style of an IEC standard.

Position switches with positive opening operation are intended for use in safety applications where assured interruption
of a circuit is required. Guidance on the correct application of switches is given in BS 5304,

This standard does not include a requirement for marking the position switch with a symbol for a position switch with
positive opening operation, as details of such a symbol are at present being discussed within the IEC. When agreement
on the symbol has been reached, this standard will be amended to include such a requirement.
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British Standard Specification for

Control switches {switching devices,

including contactor relays, for control and auxiliary
circuits, for voltages up to and including

1000 V a.c.and 1200 V d.c)

Part 2. Special requirements for specific types of control switches
Section 2.20 Position switches with positive opening operation

1 General

’ 1.1 Scope

This Section of Part 2 of BS 4794 specifies special requirements for position switches with positive
opening operation.

This Section of Part 2 of BS 4794 should be read in conjunction with Part 1 of BS 4794. The number-
ing of the Clauses and Sub-clauses corresponds to Part 1 of this standard from Clause 2 onwards.

1.2 Object

The object of this standard is to specify characteristics and requirements relevant to the positive
opening break-contact element(s) of a position switch with a positive opening operation.

1.3 General requirements

Position switches with positive opening operation shall comply with all the requirements of Part 1*
of this standard, except Addition A—II, unless otherwise indicated and they shall also comply with the
supplementary requirements contained in this Section of Part 2.-Contact elements within the position
switch, other than the positive opening break-contact element(s) defined in Clause 2.5.3, shall comply

. with the requirements of Part 1 of this standard, except Additions A—I and A—IIL.

i4 References

The titles of the standards publications referred to in this standard are listed on page 5.

2. Definitions

The definitions given in Clause 2 of Part 1 of this standard apply together with the following. The
definition given in Clause 2.5.1 is repeated for convenient reference. '

2.5.1  Position switch (Clause 2.4.4 of Part 1 of this standard) |

A pilot switch, the actuating system of which is operated by a moving part of a machine, when this
part reaches a predetermined position.
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Note. — A special case of a position switch is the limit switch.
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