
BRITISH STANDARD BS 4840-2:
1994

Rigid polyurethane 
(PUR) foam in slab 
form —

Part 2: Specification for PUR foam for 
use in refrigerator cabinets, cold rooms 
and stores

Full document details: BS 4840-2:1994

http://dx.doi.org/10.3403/00321644U
http://www.avadocuments.com/doc/bs-4840-2-1994
http://www.avadocuments.com/doc/bs-4840-2-1994


BS 4840-2:1994

This British Standard, having 
been prepared under the 
direction of the Plastics and 
Rubber Standards Policy 
Committee, was published 
under the authority of the 
Standards Board and comes 
into effect on 
15 January 1994

© BSI 07-1999

First published June 1985
Second edition January 1994

The following BSI references 
relate to the work on this 
standard:
Committee reference PRM/72
Draft for comment 92/46316 DC

ISBN 0 580 22377 9

Committees responsible for this 
British Standard

The preparation of this British Standard was entrusted by the Plastics and 
Rubber Standards Policy Committee (PRM/-) to Technical Committee PRM/72, 
upon which the following bodies were represented:

Association of Building Component Manufacturers
Brick Development Association
British Board of Agrément
British Plastics Federation
British Rigid Urethane Foam Manufacturers’ Association
Calcium Silicate Brick Association Limited
Cavity Foam Bureau
Department of the Environment (Building Research Establishment)
Department of the Environment (Construction Industries Directorate)
Engineering Equipment and Materials Users’ Association
European Phenolic Foam Association
Flat Roofing Contractors’ Advisory Board
Ministry of Defence
National Federation of Roofing Contractors
National House-building Council
Polyethylene Foam Insulation Association
Royal Institute of British Architects

The following bodies were also represented in the drafting of the standard, 
through subcommittees and panels:

British Ceramic Research Ltd.
British Urethane Foam Contractors’ Association (BUFCA)
RAPRA Technology Ltd.

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS 4840-2:1994

http://www.avadocuments.com/doc/bs-4840-2-1994
http://www.avadocuments.com/doc/bs-4840-2-1994


BS 4840-2:1994

© BS 07-1999 i

Contents

Page
Committees responsible Inside front cover
Foreword ii
1 Scope 1
2 References 1
3 Designation 1
4 Composition and form 1
5 Sampling 1
6 Physical properties 1
7 Dimensional tolerances 2
8 Marking 2
Annex A (informative) Guidance for designers 3
Annex B (informative) Burning properties of PUR foam and 
recommendations regarding its use 3
Annex C (informative) Guidance intended to minimize fire hazards 3
Annex D (normative) Method for the determination of apparent 
water absorption 4
Table 1 — Designation codes for thermal conductivity 1
Table 2 — Physical property requirements 2
Table 3 — Dimensional tolerances for lengths, widths 
and diagonals 2
List of references Inside back cover

Full document details: BS 4840-2:1994

http://www.avadocuments.com/doc/bs-4840-2-1994
http://www.avadocuments.com/doc/bs-4840-2-1994


BS 4840-2:1994

ii © BSI 07-1999

Foreword

This Part of BS 4840 has been prepared under the direction of the Plastics and 
Rubber Standards Policy Committee. It supersedes BS 4840-2:1985, which is 
withdrawn.
The 1985 revision of BS 4840:1973 resulted in the separation of the standard into 
two Parts to reflect more accurately the existing technology and use of rigid 
polyurethane (PUR) foam in slab form.
This edition introduces technical changes, but it does not reflect a full review or 
revision of the standard. It is envisaged that this standard will be replaced by a 
European Standard in due course and that the European Standard will be 
adopted in the BS EN series.
Requirements have been included for thermal conductivity to be designated by 
the manufacturer.
Although this Part is intended primarily for quality assurance uses, guidance has 
been included for those involved in design work (Annex A).
This Part also contains guidelines (Annex B and Annex C) on burning properties 
and fire hazards. These guidelines are in accordance with the principles 
recommended in BS 6336:1982.
Attention is drawn to BS 2501:1992 and BS 2502:1979 which specify 
constructional requirements for commercial refrigeration cabinets, cold rooms 
and cold stores. Attention is also drawn to BS 3456-202.24:1990 which specifies 
requirements for domestic refrigeration appliances.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.

Full document details: BS 4840-2:1994

http://dx.doi.org/10.3403/BS4840
http://dx.doi.org/10.3403/00136821
http://dx.doi.org/10.3403/30309307
http://dx.doi.org/10.3403/00045576
http://dx.doi.org/10.3403/00265477
http://dx.doi.org/10.3403/00061934
http://www.avadocuments.com/doc/bs-4840-2-1994
http://www.avadocuments.com/doc/bs-4840-2-1994

